P ™
BNP Petroleum Corp
Date Jan. 5/2007
Well: Dunn_McCambell A-3 - Abandon Well MD: 9,342
Rig: TVD: 8,296
Location: Land
Surface: x=2,371,491 y= 595,026
BHL: x= 2,368,515 y= 594,568
RKB = 18
Hole Casing Mud Deviation
Sizes Strings Density
Run 10-3/4" tie-back to 30" ] - 16" grade B
91" MD / TVD J
Cement top @ 150 ‘
|
|
9.5 ppg
Cement plug from 1,470' - 1,320', (16.4 ppg cmt)
Perforate @ 1,470
Cement plug from 1,700' - 1,550', (16.4 ppg cmt)
Perforate @ 1,700'
10 3/4"
14-3/4" | 32.75 #Ift
Cement plug 150". 75' below shoe and 75' above shoe J-55 VERTICAL
STC
2,016' MD / TVD
Perforate 7" @ +/- 2,080 . . / 9.5 ppg
&1
7 » |
Dump bailed 21' of 15.0 ppg cement on top —» 23.0 #/ft :
Set CIBP @ 2900' ————— [ J-55 w
Top of 4-1/2" cut at 3,000t —> LTC 1
i
‘ ‘ |
Top of window @ 3,991 4-1/2" ‘
Btm of window @4,000 / 11.60 #/ft ‘
WHIP STOCK @ 4,000' J-55
Cl Bridge Plug @ +/- 4,001' LTC
< 9.0 ppg

Dump bailed 21' of cement on top. .
Set CIBP @ +/-8,826'  —#»

On-Off tool at 9,054 ft-md
Aeroset 1-X Packer @ 9,054 ft-md
X-nipple @ 9,063 ft-md

4-1/2" 11.6# , J-55 @ 9,330"

Dunn Mc A-3 WBS 1-5-07 aban

Calc. Top of Cement 5,500

TD - 9,342'md (8,296 tvd)

Perfs - 9,129' - 9,134' md / 8,133" - 8,135 tvd

10.3 ppg
PBTD - 9,245 md (8,217 tvd)

37 deg

BHT - 196 dec
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