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Introduction  
 
In early Fiscal-Year 2003, a water quality monitoring effort began in the Cumberland Piedmont 
Network (CUPN). For all intents and purposes, park managers and program directors can think 
of this initial sampling effort as a water quality inventory, as for many parks in the CUPN, little 
was known regarding water quality. Each park, sampled in rotation, underwent a water quality 
inventory sampling period which also served as a proving-ground for water quality monitoring 
protocols and logistics. The report that follows is a park-specific document that describes the 
monitoring sites, parameters tested, results in graphic form, a brief interpretation of the results, 
and recommendations of parameters to be measured for the long-term. 
 
Sampling sites were chosen following site visits by then Mammoth Cave National Park (MACA) 
hydrogeologist Joe Meiman, and with consultation with park staff. Some sites were chosen to 
coincide with past inventories and monitoring efforts. In most cases sites were chosen at the 
downstream end of a watershed to serve as an integrator of the basin, and should yield 
characteristics and contributions from the entire watershed.  
 
The NPS Water Resources Division (WRD) requires each Network water quality program to 
monitor four core field parameters – water temperature, pH, specific conductance, and dissolved 
oxygen. Any additional parameters of park interest will be considered through the CUPN Vital 
Signs selection process. As little was known about water quality in most CUPN parks – 
exceptions being MACA, Little River Canyon National Preserve (LIRI) and Cumberland Gap 
National Historical Park (CUGA) – a wide net of water quality parameters was cast during the 
first two years. Furthermore, as much was known about the water quality of these three parks, 
they were placed near the end of the park rotation allowing full inventories of parks with little 
data. In addition to the four core parameters, acid neutralizing capacity (ANC) and fecal coliform 
tests were performed in the field. Samples were taken and analyzed for a variety of ions and 
constituents at the WATERS Laboratory (a joint venture between MACA and Western Kentucky 
University (WKU)).  
 
The CUPN Science and Technical Committee (STC) reviewed field and laboratory quality in 
January 2005 and made their recommendations to the CUPN Board of Directors. Data quality 
was reviewed based upon the Relative Percent Difference (RPD) between a field sample and it’s 
duplicate. In general the STC found the RPD values of the core four parameters to be of 
acceptable quality (less than 10% duplicate pairs lying outside a +/- 10% RPD tolerance level), 
although the fecal coliform and ANC tests need attention. Specifically, ANC results were of poor 
quality below 10 mg/l as CaCO3 and fecal coliform results were generally poor throughout its 
entire range. New protocols for ANC and bacteria were developed and initiated in the spring of 
2005. 
 
In addition, the STC reviewed RPD values from laboratory analysis. Overall, eleven of the 
seventeen lab parameters had greater than 10% of duplicate pairs falling outside a +/- 20% RPD 
tolerance level. Although data generated from the lab are of questionable quality, they are still of 
use in a basic inventory of water quality for the park.  
The CUPN STC also reviewed the relevance of data collected during the inventory round. In 
addition to poor laboratory performance and costs, it was determined that a full two-year 
inventory of ionic and associated parameters was not needed to further quantify the waters of 
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RUCA. Therefore, the data presented in this report consists of one full year (FY05) of laboratory 
data and two full years of an expanded set of field parameters (FY05 and FY06). 
 
Sampling Sites 
 
Below is a map of water quality sampling sites at RUCA. During each monthly sampling round 
each site was visited and an additional Quality Assurance-Quality Control sample was extracted. 
Monthly sampling commenced in October 2004 and continued until September 2006, for a total 
of 24 sampling events. 
 

 
Figure 1. Map of water quality sampling sites at RUCA
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Description of Sampling Sites 
 
Russell Cave Spring (RSRC) 
Located at Russell Cave’s entrance, this is the main spring providing flow to the cave.  
 

 
Figure 2. Russell Cave Spring as photographed August 2nd, 2001 by Joe Meiman 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Ridley Cave (RIRC)  
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Located a few hundred meters north of Russell Cave. The flow relationship between Ridley Cave 
and Russell Cave Spring is not known but can safely be assumed (until proven by dye-tracing) to 
be upstream. Larry Bean provides scale in this image. 
 

 
Figure 3. Ridley Cave as photographed August 2nd, 2001 by Joe Meiman 
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Picnic Entrance (PERC) 
Located between Ridley Cave and Russell Cave. The flow relationship between Ridley Cave, the 
Picnic Entrance and Russell Cave Spring is not known.  
 

 
Figure 4. Picnic Entrance as photographed August 2nd, 2001 by Joe Meiman 
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Parameters for Water Quality Inventory 
 

Field Measures 
 
The following text is adapted from the USGS Techniques of Water-Resources Investigations 
Book 9, Chapters A1-A9 (2001). All equipment specifications and calibration procedures are 
outlined in this document. 
 
Temperature  
Measurements of water and air temperatures at the field site are essential for water-data 
collection. Determinations of dissolved-oxygen concentrations, conductivity, pH, rate and 
equilibria of chemical reactions, biological activity, and fluid properties rely on accurate 
temperature measurements. Accurate water- and air-temperature data are essential to document 
thermal alterations to the environment caused by natural phenomena and by human activities. A 
thermistor thermometer is an electrical device made of a solid semiconductor with a large 
temperature coefficient of resistivity. An electrical signal processor (meter) converts changes in 
resistance to a readout calibrated in temperature units. Thermistors commonly are incorporated 
in instruments used for surface-water and groundwater measurements. 
 
Specific Conductance 
Electrical conductance is a measure of the capacity of water (or other media) to conduct an 
electrical current. Basically, Specific Conductance (SpC) is a quick and reliable estimation of the 
dissolved solids in the water. Electrical conductance of water is a function of the types and 
quantities of dissolved substances in water, but there is no universal linear relation between total 
dissolved substances and conductivity. A dip-cell electrode sensor was used. 
 
pH 
The pH of an aqueous solution is controlled by interrelated chemical reactions that produce or 
consume hydrogen ions. Water pH is a useful index of the status of equilibrium reactions in 
which water participates. The pH of water directly affects physiological functions of plants and 
animals, and it is, therefore, an important indicator of the health of a water system. The 
electrometric measurement method uses a hydrogen ion electrode.  
 
Dissolved oxygen 
Accurate data on concentrations of dissolved oxygen (DO) in water are essential for 
documenting changes to the environment caused by natural phenomena and human activities. 
Sources of DO in water include atmospheric reaeration and photosynthetic activities of aquatic 
plants. Many chemical and biological reactions in ground water and surface water depend 
directly or indirectly on the amount of oxygen present. Dissolved oxygen is necessary in aquatic 
systems for the survival and growth of many aquatic organisms. The most commonly used field 
method for measuring DO in water is the amperometric method, in which DO concentration is 
determined with a temperature-compensating instrument or meter that works with a 
polarographic membrane-type sensor. 
 
 
 
Acid Neutralizing Capacity  
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is the acid-neutralizing capacity (ANC) of solutes plus particulates in an unfiltered water sample, 
reported in mg/l as CaCO3. ANC is equivalent to alkalinity for samples without titratable 
particulate matter. ANC is basically a measure of buffering capacity – the ability of water to 
buffer the effects of acid. Waters of low ANC are more susceptible to decreased pH by acid 
precipitation. During the January 2005 CUPN STC meeting, it was determined that the Hach 
ANC method was not producing reliable results. A new protocol was written and in June 2005 
the CUPN began using a modified version of Standard Method 403 Alkalinity test.  
 
Bacteria  
Fecal indicator bacteria are used to assess the quality of water because they are not typically 
disease-causing, but are correlated to the presence of several waterborne disease-causing 
organisms (pathogens). The concentration of indicator bacteria (the term "indicator bacteria" is 
used synonymously with fecal indicator bacteria in this section) is a measure of water safety for 
body-contact recreation or for consumption. The most widely used indicator bacteria are of the 
total coliform, fecal coliform, enterococci, and fecal streptococci groups, and E. coli. Standard 
Method 9222D, membrane filtration for fecal coliform was used. 
 
During the January 2005 CUPN STC meeting, it was determined that the 922D fecal coliform 
method was not producing reliable results. A new protocol was written and in June 2005 the 
CUPN began using the IDEXX (Standard Method 9223 – Enzyme Substrate Coliform) 
Escherichia coli and total coliform bacteria test. All three bacteria are members of the coliform 
group and are found in the gastrointestinal track of warm-blooded animals; E. coli is the most 
common member of fecal coliform, and fecal coliform a subset of total coliform.  
 
 
Laboratory Measures 
 
Anions 
A suite of anions (fluoride, chloride, nitrite, bromide, nitrate, phosphate, and sulfate) was 
analyzed. Sources of anions are varied – from natural and anthropogenic contribution. Anions 
such as chloride and bromide are common to oil field brines, and nitrite, nitrate, and phosphate 
are considered nutrients, and are commonly products of animal wastes. Standard Method 300.1 
(ion chromatograph) was used. 
 
Cations 
A suite of cations (sodium, potassium, magnesium, and calcium) were analyzed on the ion 
chromatograph, an unapproved method. Note that all data presented below were a product of the 
ion chromatograph. Any future cation analysis will be will be analyzed on a flame atomic 
adsorption spectrometer using Standard Method 3113. The cation sodium is paired with chloride 
and may indicate brine contamination. Potassium, magnesium and calcium are usually 
contributed to the dissolution of rock. 
 
 
 
 
Total Organic Carbon 
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TOC is a measure of organic carbon in water, including various constituents in various oxidation 
states. This is a direct and easy measure of organic carbon, including components of biological 
and chemical oxygen demand. Standard Method 5310 B was used. 
 
Turbidity 
Turbidity measures the scattering effect that suspended solids have on light: the higher the 
intensity of scattered light, the higher the turbidity. Primary contributors to turbidity include clay, 
silt, finely divided organic and inorganic matter, soluble colored organic compounds, plankton, 
and microscopic organisms. The measurement is qualitative and cannot be correlated directly as 
micrograms per liter of suspended solids. Measurements were made in the laboratory with a 
nephelometer using Standard Method 214 A. 
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Stream Designated Uses 
 
Each water body sampled within the CUPN has either been assigned a designated use by the 
state, or, by using the same ranking criteria, by this author. In the case of RUCA waters, none are 
specifically designated by the state, and using the state rationale and criteria, all were listed by 
the author to be “Outstanding Natural Resource Water”. The USEPA, besides mandating these 
rankings, also directed the states to develop water quality standards for each designated use. We 
can use these water quality standards as a minimum to track water quality trends in CUPN parks. 
By adapting the state standards, we can also track park water quality trends within the states, 
regions, or watersheds. New NPS nationwide GPRA goals are now tied to state water quality 
standards and designated uses. For more information on Alabama water quality standards, please 
see: 
 
Alabama: Alabama Department of Environmental Management; Water Division – Water 
Quality Program, Chapter 335-6-10. 
 
Table 1. The table below shows the designated uses for each site. 
 
RUCA RUCA Russell Cave Spring AL Outstanding Natural Resource 

Water 
RUCA RICA Ridley Cave AL Outstanding Natural Resource 

Water 
RUCA PERC Picnic Entrance, Russell 

Cave 
AL Outstanding Natural Resource 

Water 
 
Most of the water quality parameters included in this inventory are not found in the state water 
quality standards. This is not to say they are unimportant to park management (a suggested list of 
parameters for long-term monitoring will conclude this report). If a state designated use water 
quality exists, it will be mentioned in the data interpretation below. 
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Results and Interpretation 
 
The following graphs are a composite of 24 consecutive monthly rounds of sampling at RUCA. 
There are represented in the graphs below as box-plots. Here is a key to understanding the 
structure of a box-plot: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 5. Structure of a box-plot 
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Field Measures 
 
Water Temperature 
Water temperatures of RUCA are considered to be within range to support native aquatic life. All 
temperature ranges are compressed and are a function of residence time of groundwater 
recharging karst aquifer of Russell Cave. State standards are set at 32.2 oC and that temperature 
of the streams should remain within natural ranges. 
 

 
Figure 6. Water Temperature at RUCA
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Specific Conductance 
The distribution of specific conductance (SpC) of RUCA is reflective of the amount of dissolved 
solids, which is primarily controlled by lithology and residence time. All sites are closely related 
in hydrology and may well represent a common flow route. Each of the three sites has 
moderately high SpC values, heavily influenced by dissolved calcium and bicarbonate ions. 
There is no state standard for SpC. 
 

 
Figure 7. Specific Conductance at RUCA 
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pH 
The pH of RUCA waters are naturally slightly basic or slightly acidic. This appears to be a 
function of flow condition. At times of low, or base flow, the waters are generally just above or 
below 7.0 SU, while during high flow, the waters are below 7.0 SU. The graph shows a few low 
pH outliers. Each of these outliers occurred during flood events, where acidic recharge derived 
from the top of the Cumberland Plateau, quickly flowed to the Monument having limited contact 
with limestone.  
 

 
Figure 8. pH levels at RUCA



 

18 

Dissolved Oxygen 
Waters monitored at RUCA are saturated, or at least above the lower limit of 5.5 mg/l for 
dissolved oxygen (DO). The spring at the entrance to Russell Cave (RSRC) was consistently 
higher in DO levels, a result of the aerating effects of its run as it enters the cave. The other two 
sites typically flow in gentle gradients and low velocities. 
 

 
Figure 9. Dissolved Oxygen levels at RUCA
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Acid Neutralizing Capacity 
The waters of RUCA are, as expected, high in Acid Neutralizing Capacity (ANC). As ANC is a 
measure of bicarbonate concentration, and as bicarbonate ions are liberated by the dissolution of 
limestone, ANC concentrations are fairly high. There is no state standard for ANC. 
 

 
Figure 10. Acid Neutralizing Capacity at RUCA
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Bacteria 
Fecal coliform levels at RUCA are the tale of two flow conditions. As shown to a less degree 
with pH, the effects of high or flood flow are obvious in bacteria concentrations. During high 
flow events the bacteria counts are high, during low or base flow conditions they are low. State 
standards limit fecal coliform to a geometric mean of 200 colonies per 100 ml, for no less than 
five samples, taken at least 24 hours apart, within a 30 day period. The CUPN WQ program is 
not designed to meet such recreational requirements, but rather to quantify water quality and its 
threats.  
 

 
Figure 11. Bacteria levels at RUCA
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Laboratory Measures 
 
Chloride 
Chloride levels in RUCA waters are on the lower end of typical background. There are no state 
standards for chloride. The overall structure of plots of the three sites are quite similar – a pattern 
that will be repeated throughout this presentation – as these sites are likely along a common flow 
route, thus of like composition. 
 

 
Figure 12. Chloride levels at RUCA 
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Nitrate 
Nitrate levels at RUCA vary with flow, but unlike bacteria, the higher nitrate levels seem to be 
associated with low flow. These levels are within natural background concentrations, although 
they tend to approach the higher end of the spectrum during base flow. There is no state standard 
for nitrate.  
 

 
Figure 13. Nitrate levels at RUCA
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Sulfate 
Waters of RUCA are moderately high in sulfate. There is no state standard for sulfate, and these 
levels do not cause concern with respect to aquatic health. The most probable source of RUCA 
sulfates are from oxidation of sulfides found in the coal-bearing strata at the heads of the gulfs 
which bound the northern portions of the Monument’s watershed. 
 

 
Figure 14. Sulfate levels at RUCA
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Potassium 
Potassium levels of waters monitored at RUCA are consistently low. There is no potassium 
standard for assigned designated use. 
 

 
Figure 15. Potassium levels at RUCA
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Sodium 
The occurrence of sodium mirrors that of chloride. These two ions are commonly found in all 
freshwaters of the world and are primary products of oceanic evaporation of seawater – that is a 
small amount of NaCl is evaporated along with H2O and precipitated across the land. This is not 
the only source of sodium or chloride, as many human-related land uses also liberate these ions. 
In any case, sodium levels are within normal ranges for waters of RUCA, and there is no sodium 
standard for Alabama. 
 

 
Figure 16. Sodium levels at RUCA
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Magnesium 
Similar to most other ionic data, water chemistry of RUCA water is a product of watershed 
lithology. The watershed contains a large amount of carbonate strata – Mississippian limestone – 
and magnesium is common to limestones as the mineral dolomite. There is no magnesium 
standard for Alabama. 
 

 
Figure 17. Magnesium levels at RUCA
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Calcium 
Relative concentrations of the calcium ion generally mirror that of magnesium. Both divalent 
cations, calcium and magnesium are often found replacing one another in mineral crystalline 
matrices. Calcium concentrations are found in normal ranges and consistent with the carbonate 
lithology of the watershed. There is no state standard for calcium.  
 

 
Figure 18. Calcium levels at RUCA



 

28 

Total Organic Carbon 
Total organic carbon, or in the case of most natural waters, non-purgeable organic carbon, is 
moderate to low in the waters of RUCA. Two samples (RIRC and RSRC, July 2005) high NPOC 
levels (20 mg/l) were removed from the dataset. These values are assumed to be the result of 
analytical error. They are nearly two orders of magnitude greater than what is normal for low 
flow conditions and they are not corroborated in other WQ data. There is no Alabama standard 
for TOC. 
 

 
Figure 19. NPOC at RUCA



 

29 

Turbidity 
Turbidity is a general measure, or approximation of the amount of suspended material in the 
water. It is not directly correlative to suspended solids as particle size, shape and color all play a 
role in the transmission of light through the water column. In general, the higher turbidity values 
are associated with muddy or turbid waters. In general, waters of RUCA were clear. Similar to 
the pattern seen in bacteria, park waters become very turbid at times of high flow, as more solids 
are suspended in the water column. The outliers are from the December 7, 2004 sampling event 
during a flood.  
 
The turbidity standard for Alabama is a bit ambiguous in that it states “there shall be no turbidity 
of other than natural origin that will cause substantial visible contrast with the natural 
appearance of waters or interfere with any beneficial uses which they serve. Furthermore, in no 
case shall turbidity exceed 50 Nephelometric units above background. Background will be 
interpreted as the natural condition of the receiving waters without the influence of man-made or 
man-induced causes. Turbidity levels caused by natural runoff will be included in establishing 
background levels.” Certainly there are man-made activities in the watershed that contribute to 
turbidity, and monitoring such as this establishes background conditions. 
 

 
Figure 20. Turbidity at RUCA
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General Water Quality Status 
 
Water quality of the three sites sampled at RUCA is good. The only exception would be the 
occasionally low pH values and high bacteria levels during large flow events. Unless suggested 
by future results, these pH values may be considered a natural condition. Bacteria levels are high 
during high flow as bacterial sources – mainly animal wastes (including livestock and wildlife) 
are washed into Russell Cave as surface runoff. 
 
 
Future Water Quality Monitoring Recommendations 
 
The CUPN is required in accord with the national water quality program to monitor water 
temperature, specific conductance, pH, and dissolved oxygen. In addition, there is sufficient 
reason to continue to monitor nitrate, as long-term data may serve to alert the park to impending 
water quality issues. 
 
Long-Term Monitoring will include: 
 
Water Temperature 
Specific Conductivity 
pH 
Dissolved Oxygen 
Nitrate 
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List of Abbreviations 
 
ANC  Acid Neutralizing Capacity 
Ca  Calcium 
CaCO3  Calcium carbonate 
Cl  Chloride 
DO  Dissolved Oxygen 
K  Potassium 
km  kilometer 
Mg  Magnesium 
mg/l  milligrams per liter 
NaCl  Sodium Chloride 
NO3  Nitrate 
NTU  Nephelometric Turbidity Unit 
NPOC  Non-purgable Organic Carbon 
RPD  Relative Percent Difference 
SpC  Specific Conductance 
SO4  Sulfate 
SU  Standard Unit (pH) 
TOC  Total Organic Carbon 
USEPA United States Environmental Protection Agency 
USGS  United States Geological Survey 
 
Table 2. Abbreviations used in this document 
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