
 
National Park Service 
U.S. Department of the Interior 
 
 
Natural Resource Program Center  

Cumberland Piedmont Network Water Quality 
Report 
Kings Mountain National Military Park 
 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
ON THE COVER 
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Introduction  
This is the second report on water quality of Kings Mountain National Military Park (KIMO) 
generated by the Cumberland-Piedmont Network (CUPN) Water Quality Monitoring Program 
(contact the CUPN office for details on program design). The first report, submitted to the park 
in February 2005, presented the initial results of the water quality inventory, beginning in 
December 2002. This report will include those early findings as well as data gathered in fiscal 
year 2005 and display these results in graphic form (accompanied with a brief interpretation), 
and concludes with a water quality summary and recommendations. Water quality is measured 
six times per year (bimonthly) on alternate years at six sites; Dellingham Branch, Garner Branch, 
Long Branch, Kings Creek, Stonehouse Creek, and Upper Dellingham Branch. Based upon 
program requirements and findings of the water quality inventory, a set of parameters were 
chosen for long-term monitoring; including the field measures of water temperature, specific 
conductance, pH, and dissolved oxygen. Samples were also collected for laboratory analysis for 
bacteria (E. coli and total coliform) and acid neutralizing capacity. An additional sample was 
collected from one site per round as a quality assurance – quality control provision.  
 
Sampling Sites 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 1: Map of water quality sampling sites at KIMO  
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Description of Sampling Sites 
 
Long Branch (LBLB)  
This stream, which drains the primary front-country attraction (Visitor Center area and 
Battlefield Trail) is sampled at the boundary of the state park.  
 
Garner Branch (GBGB)  
This stream is located in the southwestern portion of the park and can be accessed via a hiking 
trail (about 1.5 km) from the Piedmont Road within the state park. The sampling location is 
within the National Park at the trail crossing.  
 
Dellingham Branch (DBDB)  
This stream is primarily recharged by park lands with the exception of its final 0.5 km, which 
borders private, agricultural lands (primarily pasture). The stream is sampled at its confluence 
with Kings Creek. Access to this point was granted by the landowner prior to sampling.  
 
Upper Dellingham Branch (UPDB)  
This site was added during the first year (FY03) of sampling based upon high fecal coliform 
levels found at the Dellingham Branch site. This site receives flow exclusively from the park.  
 
Stonehouse Creek (SCSC)  
This stream is recharged entirely by park lands and is sampled at its confluence with Kings 
Creek. Access is gained via a park road to the Stonehouse, which leads to the Kings Creek 
floodplain.  
 
Kings Creek (RRKC)  
The largest stream in the park is sampled at the bridge of Rockhouse Road. This site is 
representative of waters entering the park from the private lands to the north.  
 
Stream Designated Uses 
 
Each water body sampled within the CUPN has either been assigned a designated use by the 
state, or, by using the same ranking criteria, by this author. The USEPA, besides mandating these 
rankings, also directed the states to develop water quality standards for each designated use. We 
can use these water quality standards as a minimum to track water quality trends in CUPN parks. 
By adapting the state standards, we can also track park water quality trends within the states, 
regions, or watersheds. New NPS nationwide GPRA goals are now tied to state water quality 
standards and designated uses. For more information on South Carolina water quality standards, 
please see: 
 
South Carolina: Water Classifications and Standards (R.61-68) Classified Waters  
(R.61-69). 
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Park Code Site State Designated Use 
KIMO LBLB Long Branch SC Freshwater 
KIMO GBGB Garner Branch SC Freshwater 
KIMO DBDB Dellingham Branch SC Freshwater 
KIMO UPDB Upper Dellingham Branch SC Freshwater 
KIMO SCSC Stonehouse Creek SC Freshwater 
KIMO RRKC Kings Creek SC Freshwater 
 
Table 1: The table shows that only Kings Creek is officially listed. Other streams of KIMO were 
“listed” (those sites in red text) by the author using the same criteria used by the state. 
 
Results  
 
Quarterly sampling commenced in December 2002 and continued until October 2003. After a 
one-year hiatus six more rounds were collected between October 2004 and August 2005, for a 
total of 12 sampling events.  
 
Water quality results are displayed in time series graphs showing all data for each site for a given 
parameter. The data gap in the center of the graph is caused by the planned one-year pause in 
sampling. As the Water Quality Program continues, trends may emerge from these time series 
graphs. It is anticipated that there will be enough data by the end of the next sampling round 
(September 2007) for statistical trend analysis. 
 
If state standards exist for a particular parameter they will be displayed. In addition, in a cursory 
attempt to show an element of data error, each plot is assigned error bars, representing the 
minimum potential error associated with the measurement.  
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Water Temperature 
 
Water temperatures of KIMO are considered to be within range to support native aquatic life. 
Seasonal variations of water temperature are obvious in this graph. 
 

 
Figure 2: Water Temperature at KIMO 
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Specific Conductance 
 
The distribution of specific conductance (SpC) of KIMO are, with exception of RRKC, reflective 
of low ionic-strength waters. The lithology of the park is largely crystalline and are relatively 
insoluble, thus the dissolved load is limited. Kings Creek, however, is a much larger watershed, 
bringing waters from far beyond park boundaries, and its higher SpC is indicative of a different, 
more soluble stratigraphy. The low SpC value for October 2005 at Garner Branch may be the 
result of equipment/operator error. There are no state standards for SpC. 
 

 
Figure 3: Specific Conductance at KIMO 
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pH 
 
Waters of KIMO, again with the exception of Kings Creek (RRKC), are generally slightly acidic. 
The slightly alkaline waters of RRKC, as will be seen in the forthcoming ANC graph, is due, in 
part, to a higher load bicarbonates. State standards for freshwater pH are between 6.0 and 9.0 
SU. We can see that both Dellingham Branch sites exceeded this lower pH limit, and all sites, 
with exception of RRKC, neared this lower limit in the winter and spring of 2005. The lithology 
and supporting water chemistry suggest that the waters of KIMO are naturally acidic, and at 
times, may surpass the lower state pH standard. 
 

 
Figure 4: pH levels at KIMO 
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Dissolved Oxygen 
 
All waters monitored at KIMO are saturated, or even supersaturated with oxygen. Even when 
dipping into the 7 to 8 mg/l range, these waters are capable of supporting aquatic life. This 
should not be surprising as there is limited nutrient loading and numerous occasions of the water 
to be fully aerated as it cascades down Kings Mountain. State standards require freshwaters to 
contain at least 5.0 mg/l oxygen. 
 

 
Figure 5: Dissolve Oxygen levels at KIMO 
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Acid Neutralizing Capacity 
 
A nearly identical signature as was seen with SPC. Acid neutralizing capacity (ANC) of KIMO 
waters is fairly low, indicating a lack of contact with carbonate strata – with exception of Kings 
Creek. Low ANC levels make waters more susceptible to acid precipitation as there are limited 
amounts of bicarbonates available to counter additional acids. Kings Creek must have a source of 
bicarbonates – likely carbonate rock – within its watershed upstream of the park. The December 
2004 RRKC result is abnormally high and suggests a titration error as well as the wide scatter 
and high values seen in the last two 2005 samples. There are no state standards for ANC. 
 

 
Figure 6: Acid Neutralizing Capacity at KIMO 
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Bacteria 
 
Unfortunately the graph below is confusing. Fecal coliform bacteria were measured during the 
first round of sampling, while total coliform and Escherichia coli were used for the second 
round. All three bacteria are members of the coliform group and are found in the gastrointestinal 
track of warm-blooded animals; E. coli is the most common member of fecal coliform, and fecal 
coliform a subset of total coliform. While E. coli is a more reliable test of fecal contamination, 
there is no current state standard. The South Carolina fecal coliform standard is not to exceed a 
geometric mean of 200/100 ml, based on five consecutive samples during any 30 day period; nor 
shall more than 10% of the total samples during any 30 day period exceed 400/100 ml.  
 
In general, Garner Branch and both Dellingham Branch sites experience times of elevated 
bacteria levels. As both Upper Dellingham and Garner Branch sites are recharged by non-
developed park lands, it is reasonable to assume that these bacteria are from wildlife sources.  
 

 
Figure 7: Bacteria levels at KIMO 
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General Water Quality Status 
 
For the most part, water quality of the six sites sampled at KIMO is very good. The only 
exception is the relatively high bacterial (fecal coliform) levels at the Dellingham Branch and 
Garner Branch sites. These values can be assumed to be from wildlife sources. 
 
Waters of KIMO, with the exception of Kings Creek, are naturally low in ANC, and pH. The 
historically and naturally low ANC and pH values are not much of an issue. However, with the 
increase in acid precipitation over the past decades, streams with low buffering capacity and low 
pH, such as those at KIMO are susceptible to becoming more acidic.  
 
It is obvious that the pH of both Dellingham Branch sites are, at times, below the state standard 
of 6.0 SU – and other sites approach this limit. In the most general sense this is a violation of 
standard for Freshwaters, thus non-attainment of designated uses under the Clean Water Act. It is 
my belief that the waters of KIMO, due to their headwater position within a crystalline bedrock 
watershed are naturally acidic – at or below 6.0 SU. This is supported by low ANC values. South 
Carolina, as with most states sensible to natural hydrologic conditions has a provision in its 
statutes for waters which are naturally in violation of standards. Regulation 61-68 C.9: Because 
of natural conditions some surface and ground waters may have characteristics outside the 
standards established by this regulation. Such natural conditions do not constitute a violation of 
water quality standards: however, degradation of existing water quality is prohibited unless 
consistent with Section D.4. of this regulation.”  
 
 
Future Water Quality Monitoring Recommendations 
 
The CUPN is required in accord with the national water quality program to monitor water 
temperature, specific conductance, pH, and dissolved oxygen. In addition, there is sufficient 
reason to continue to monitor Escherichia coli and ANC, as long-term data may serve to alert the 
park to impending water quality issues. 
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