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Summary 

The following SOP outlines the procedure for collecting water quality field measurements during 
Coastal Assessments. The purpose of this SOP is to ensure that field teams are collecting data 
that are comparable across parks and years as well as data collected by the USEPA Coastal 
Assessment Program and other programs using the same or similar data collection techniques. 
The techniques and procedures outlined in this SOP are based on the USEPA National Coastal 
Condition Assessment Field Operations Manual (2009); much of the information herein is 
modified only slightly from USEPA instructions.  
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Equipment/Materials List 

 Data sonde (YSI 6600 data sonde), YSI 650MDS (multiparameter display system), 
communication cable 

 Extra batteries for sonde and display (C cells) 

 Secchi Disk 

 Data Sheets (Hydrographic Profile Form and Field Calibration Sheet) 

 

Secchi Disk  

1. Remove sunglasses, hats or other devices used to shade the eyes. 
 

2. Slowly lower the Secchi disk on the shady side of the boat until it is no longer visible and 
note the depth using the markings on the line (interpolate between markings to the nearest 
0.1 meter). 
 

3. If the disk hits the bottom, meaning the Secchi depth is greater than the water depth, note 
this on the datasheet by noting “Clear to Bottom” next to box and leave box blank. 
 

4. Slowly raise the Secchi disk until it just becomes visible and note the depth. 
 

 

Field Measurements using YSI 6600 Multi-Probe Sonde  

1. Ensure that the instrument has been calibrated prior to use according to SECN SOP 1.2.9 
Fixed-Station Water-Quality Data Sonde Deployment and Retrieval.  Record calibration 
and calibration check data on Field Calibration Sheet. 
 

2. Measure the total water depth to the nearest 0.1 meters and record on the hydrographic 
profile form. 
 

3. Lower the sonde in the water and measure DO, pH, temperature, and salinity/ 
conductivity at the following depths: 0.1 m below the surface, 0.5 m below the surface, 
every 1 meter from depths of 1 to 10.0 meters, and every 5 meters thereafter if the site is 
greater than 10 m. Take the last set of measurements at 0.5 m from the bottom. 
 

4. Repeat the full sets of measurements at each of the same depth intervals as the probe is 
retrieved. 
 

5. The first set of measurements will be placed in the “downcast” section of the data sheet. 
Take measurements at the same depth intervals on the return cast to the surface and 
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record in the “upcast” section. Flag any measurements that the team feels need further 
comment or when a measurement cannot be made. 
 

6. After all in situ measurements have been completed for the sampling day, perform a post-
measurement calibration check of the pH and conductivity probes. Record these values 
on the Hydrographic Profile form. 
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