
The following recommendations are based on our present knowledge of the existing groundwater
contamination at the South Sprint Gas Collection System. Groundwater contamination and the remediation
process, in even the best case scenario, presents many challenges to all involved. The Sprint project, due to
the environmentally sensitive and remote location, will require additional effort, innovative thinking, and
team effort. Our goal is to eliminate all potential sources of contamination at the Sprint location and
efficiently and cost effectively restore the Sprint groundwater to an acceptable level. The following are
recommendations only and we invite and encourage your input. Your skills, knowledge and expertise in
production operations will be greatly appreciated in this matter.

#1.) Remove underground sump located by compressor. Replace sump with surface recovery system,
similar to sumps on the Laredo compressors.

#2.) Remove line heater and associated lines. Paul Eubanks indicated it was not necessary to remove
the lines buried in the sand dunes. He would like all lines abandoned in the dunes to be flushed
and capped.

#3.) Reduce the existing produced water and condensate tank volume from 400 BBL. to 200 BBL.
each. This can be accomplished by lowering the equalizer line to approximately 10ft. from
ground level. This would provide additional head space in the tank to prevent water and
condensate from being blown on the ground in the event a pop-valve is actuated.

#5.) Remove underground production fluid dump lines and replace them with a common above
ground line. The flowlines can remain buried.

#6.) Secondary containment should be installed on all fluid storage containers. Livestock tanks may
be a consideration for the contractors tanks as well as ours.

#7.) Consideration should be given to lining the production tank firewall. The contaminated soil under
the tanks will be removed and replaced with clean soil in conjunction with installing the liner.

#8.) Remove production tanks vent from sand dune and reroute to a newly installed 90 BBL blowdown
tank which will function as a flare tank for all pops and blowdown systems at Sprint. The new
tank will be placed in the existing firewall.

#11.) Install new fluid load line on the water tank and construct a containment source for the load out
valve.

#12.) Evaluate drilling a disposal well. The remediation project may require the disposal of water. In
addition, we could bring the #3 well on line and eliminate the cost of using a vacuum truck to haul
the produced water.


