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A Review of Hydrogeologic Investigations 

 and Groundwater Development 

at 

Petrified Forest National Park 

 

Summary  
This report was written to summarize the work of previous hydrogeologic investigations and 

groundwater exploration at Petrified Forest National Park.  The report will help park staff and the 

general public understand the geologic and hydrologic conditions controlling the availability and 

quality of groundwater underlying the park and surrounding area.  It will also help park 

management to assess options for groundwater development , should it become necessary for the 

park to operate its own public water supply system at some time in the future. 

 

The only reliable sources of groundwater in, or near, the park are from shallow, alluvial wells 

constructed along the Puerco River or deep wells (approximately 1000 feet deep) completed in 

the Coconino Aquifer.  Water quality from either of these sources is poor.  Treatment would be 

required to meet drinking water standards.  Water quality in the Coconino Aquifer gets 

progressively worse from south to north in the park. 

 

The current groundwater monitoring program at the park is limited to monthly water level 

measurements at the Puerco Well No. 2 and Agate Bridge wells and quarterly water quality 

sampling from the Puerco Well No. 2.  Annual water quality sampling and analysis from the 

Puerco River Well No. 2 would be sufficient to identify any long-term trends or water quality 

changes in the alluvial aquifer. 

 

The park should purchase a 500-foot water level meter so that water levels in the Rainbow Forest 

Well No. 2 can be monitored.  Water level monitoring by the USGS from 1998-2003  showed 

that  water levels in the wells at Petrified Forest were declining, most likely in response to 

groundwater pumping for municipal, industrial, and agricultural uses south and east of the park .  

The USGS monitoring program has been discontinued at the park and there is no way to know if 

the groundwater level decline is continuing.  Cost of a new 500-foot meter would be 

approximately $400.  Water levels should be measured monthly. 

 

Introduction 
Obtaining a reliable source of good-quality drinking water has been a problem at Petrified Forest 

National Park since it was first set aside as a national monument in 1906.  The park is in the arid, 

high desert of eastern Arizona near the southern edge of the Colorado Plateau.  Average annual 

precipitation at the park is less than 10 inches.  The Puerco River flows through the park, but it is 

ephemeral and is not a reliable source of water.  In addition, water quality in the river is poor and 

would require treatment to meet drinking water standards. 

 

Over the years, a lot of time, effort, and money have been expended in searching for a reliable 

source of good-quality groundwater to supply potable water for park staff and visitors.  These 

previous investigations have proven that there is no source of good-quality groundwater 

available in, or near, the park.  The purpose of this report is to summarize the work of previous 

investigations and therefore prevent wasting time and money in the future repeating the work 
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that has already been done.  This report will also help park staff and the general public 

understand the geologic and hydrologic conditions controlling the availability and quality of 

groundwater underlying the park and surrounding area. 

 

In 1997, the park began purchasing potable water from the Navajo Tribal Utility Authority 

(NTUA).  This eliminated the need for the park to operate water supply wells, although the park 

is still responsible for operation and maintenance of the pipelines and distribution system that 

transports water to park facilities in the Painted Desert and Rainbow Forest areas.   

 

The only reliable sources of groundwater in, or near, the park are from shallow, alluvial wells 

constructed along the Puerco River or deep wells (approximately 1000 feet deep) completed in 

the Coconino Aquifer.  Water quality from either of these sources is poor.  Treatment would be 

required to meet drinking water standards. 

 

Figure 1 is a map of the park to provide general orientation for report readers.  Figures 2-5 show 

the locations of wells in the park that are discussed in this report. 

 

Scope of Report 
Whealan and others (2003) completed a water resources scoping report for the park.  Their report 

contains information describing general geography and hydrologic environment of the park 

including a description of the climate.  That material is not repeated here. 

 

This report is focused solely on the hydrogeology of the park, describing past efforts to develop 

groundwater resources, and providing recommendations for future development of groundwater 

resources. 

 

Previous Investigations & Reports 
Vandiver (1936) described the geology of Petrified Forest National Park.  The report includes a 

general description of groundwater resources and information regarding the construction and 

testing of the original well (Rainbow Forest Well No. 1) in the Coconino Aquifer in the Rainbow 

Forest area. 

 

Walker (1937) reported on the results of drilling shallow wells in the Lithodendron Wash area in 

the northern part of the park to provide water for park facilities in the Painted Desert area.  

Walker also apparently wrote a report describing the construction of the well into the Coconino 

Aquifer (in 1932) and other efforts to secure a water source for the Rainbow Forest area, which 

at that time was the headquarters for the park.  A copy of the 1932 report could not be located. 

 

Gould (1938) wrote a report that included a discussion of some of the geological aspects of the 

park and also summarized the water supply situation.  At that time, water for the Painted Desert 

was obtained from several shallow wells constructed in Lithodendron Wash about two miles 

west of the park facilities at Painted Desert.  Water was pumped via a pipeline from the wells to 

park facilities.  Water for facilities at the south end of the park was obtained from a shallow well 

constructed in the alluvium of the Puerco River and hauled 16 miles to the headquarters and 

CCC camp in the Rainbow Forest area. 
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Palmer (1957) summarized the geology and hydrogeology of the park and provided a description 

of existing water supply systems at the time.  Those systems included the Puerco Well No. 1 

which supplied the southern part of the park and the wells in Lithodendron Wash (which he 

called the Zuni Wells) which supplied the development in the Painted Desert area of the park.  

The report also discussed options for alternative water supply sources in the future.  These 

options included; purchasing the Santa Fe Railroad water system at Adamana, constructing large 

water storage tanks, drilling wells along the Puerco River, drilling more wells in the Painted 

Desert, and developing a deep well in the southwestern part of the monument. 

 

In 1960, several test holes were constructed in the alluvium on the north side of the Puerco 

River.  One of these holes was converted to a production well (Puerco Well No. 2) which 

produced 100 gpm.  A pipeline was constructed from this well to distribute water to park 

facilities in the Painted Desert area.  The well was also connected to the existing pipeline from 

the Puerco Well No. 1 to the Rainbow Forest area.  Poor-quality water from the alluvial well 

caused excessive wear on pumps, creating a large maintenance expense for the park. 

 

Akers (1964) described the geology and groundwater resources of the central part of Apache 

County.  The park is in the northwest corner of the study area. 

 

Gray (1968) provided a brief description of geology, hydrology, and the history of water 

development at the park.  He also presented options for development of additional water supplies 

for the park.  These options included; 1) drilling wells into the Coconino Aquifer at both 

Rainbow Forest and Painted Desert and constructing separate treatment plants at each location, 

2) constructing additional wells in the alluvium of Lithodendron Wash west of the Painted Desert 

loop road, and 3) purchasing additional land south of the park and constructing a well into the 

Coconino Aquifer in that area where the groundwater would likely have better quality. 

 

In 1969-70, the USGS was asked to investigate alternative water sources for the park.  Test wells 

were constructed in Lithodendron Wash and although there was water present in all of the test 

holes, none of the holes produced enough water to warrant development as production wells.  In 

a memo report to the Park Service, USGS concluded that the alluvium along the Puerco River 

and the Coconino Aquifer were the only viable sources of water for the park and that treatment 

options should be investigated for groundwater from either of those sources (Babcock, 1970). 

 

Aughenbaugh (1970a and 1970b) wrote two reports describing the condition of the park’s water 

systems.  At that time, the park was relying on the Puerco Well No. 2 (on the north bank of the 

Puerco River) as the sole source of water supply for the park, with a pipeline extending 7 miles 

north from the Puerco River to the Painted Desert area and 12 miles south from the Puerco River 

to the Rainbow Forest area.  The reports also summarized past efforts to obtain good-quality 

water for the park and presented cost estimates for various water treatment alternatives and 

future demand based on increased park visitation.  The water treatment alternatives were for 

construction of either one reverse osmosis treatment system to service the entire park versus 

installation of two separate systems to service the Painted Desert and Rainbow Forest areas. 

 

Witucki (1972) reported on a trip to the park to meet with USGS staff to discuss results of a 

study to identify potential groundwater sources and test well locations to supply water for the 
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Rainbow Forest area.  At that time, the plan was to construct a well into the Coconino Aquifer 

and treat the water by reverse osmosis to make it potable.  It would be another 12 years before 

these wells were constructed. 

 

Mann (1977) prepared a series of maps showing groundwater conditions in the Puerco-Zuni area, 

including a description of geology and groundwater quality for the Coconino, Moenkopi, Chinle, 

and Bidahochi Formations.  The park is in the west-central part of the study area. 

 

Mann and Nemecek (1983) described the hydrogeology and water use in southern Apache 

County.  Petrified Forest National Park is included in the northwest part of their study area.  

They also identified areas that might be suitable for development of groundwater in the future.  

The primary screening factors in identifying potential groundwater sources were the water 

chemistry and depth to water.  The areas identified as being suitable for potential development of 

groundwater resources are more than 10 miles east or south of the park. 

 

White (1984) reported on the results of drilling and testing of two wells constructed into the 

Coconino Aquifer at Rainbow Forest and Agate Bridge in the park.  Rainbow Forest Well No. 2, 

located near the south entrance to the park, produced 185 gpm, but the water quality was very 

poor (9,900 mg/l total dissolved solids).  The Agate Bridge Well produced 30 gpm of very poor 

quality water (19,900 mg/l total dissolved solids).  There is no record that either well was ever 

used for water supply.  Treatment facilities were not constructed. 

 

Webb, Rink, and Favor (1987) and Webb, Rink, and Radtke (1987) conducted investigations to 

determine whether discharges of mine and mill waste from uranium mining operations upstream 

in New Mexico had impacted water quality and related resources along the Puerco River.  They 

concluded that water quality in the alluvial aquifer is naturally poor and that contamination in the 

alluvial aquifer does not change in the downstream direction. 

 

Dixon (1990) described the hydrogeology and groundwater quality of an area immediately 

upstream from the park.  He concluded that most of the observed radioactivity in the alluvial 

aquifer was produced by natural sources and not from effluent from mining and milling 

operations upstream in New Mexico. 

 

Hart, et.al. (2002) provide a general description of the hydrogeology of the Coconino Aquifer in 

northeastern Arizona and an estimate of the water budget for the aquifer. 

 

The remainder of this report is a compilation, interpretation, and analysis of information from the 

previous investigations cited above. 

 

Hydrogeology 

Petrified Forest National Park is underlain by several thousand feet of nearly flat-lying 

sedimentary rocks.  The Chinle Formation is at the surface through most of the park, except for a 

few small areas where younger deposits of alluvium or lava are at the surface.  The lower part of 

the Chinle is referred to as the Shinarump Conglomerate.  Underlying this, in order, are the 

Moenkopi Formation, the Kaibab Limestone, the Coconino Sandstone and the Supai Formation.  
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The Kaibab limestone pinches out to the north.  It is 40 feet thick at Rainbow Forest and is 

totally absent at Painted Desert.   

 

A well drilled at Rainbow Forest in 1932 encountered the following sequence of geologic 

formations: 

 Depth, Feet below ground surface   Formation 

 0-300 Chinle Formation 

 300-355 Shinarump Conglomerate 

 355-755 Moenkopi Formation 

 755-795 Kaibab Limestone 

 795-1023 Coconino Sandstone 

The full thickness of the Coconino Sandstone was not penetrated by this well. 

 

Table 1 shows the stratigraphic sequence of rocks underlying the park and identifies those units 

that might be considered aquifers.  While small amounts of poor-quality water might be obtained 

locally from wells completed in the Chinle, Shinarump, and Moenkopi Formations, they are 

generally not considered to be aquifers. 

 

The primary aquifers underlying the park are alluvium associated with the Puerco River and 

Lithodendron Wash, and the Coconino Aquifer.  The Coconino Aquifer is composed of the 

Coconino Sandstone, the uppermost beds of the underlying Supai Formation and the overlying 

Kaibab Limestone.  Water quality from either of these sources (alluvium and Coconino Aquifer) 

is generally poor and would require treatment to meet drinking water standards.   

 

Alluvium is derived from the weathering and transport of local bedrock materials, in this area the 

local bedrock is the Chinle Formation.  The alluvium associated with the Puerco River is 

composed of interbedded gravel, sand, silt, and clay that may be as much as 200 feet thick.  

Groundwater in the alluvium is recharged by infiltration of precipitation and intermittent surface 

flow in the Puerco River.  Dissolution of naturally-occurring minerals in the alluvium results in 

poor groundwater quality.  The water is characterized as having high concentrations of dissolved 

solids, particularly sodium, sulfate, iron, and manganese.  Water quality data for the alluvial 

aquifers associated with the Puerco River and Lithodendron Wash are provided in Table 2. 

 

The Coconino Aquifer is generally 500 -1000 feet below ground surface in the park.  Recharge 

occurs where the formation outcrops along the Mogollon Rim south of the park.  Groundwater 

flow is generally to the north with considerable discharge occurring at springs along the Little 

Colorado River (Akers, 1964).  North of the Little Colorado River, groundwater flow gradually 

turns toward the northwest and flows slowly toward the major regional discharge area at Blue 

Springs.  Beneath the park, groundwater in the Coconino Aquifer is salty, possibly because of 

upward seepage of poor quality water from underlying Supai Formation in the deeper part of the 

structural basin.  The Coconino Aquifer is under confined, or artesian, conditions throughout the 

park.  Salt concentration in the Coconino Aquifer under the park increases from south to north. 

 

Groundwater quality is fairly good in the Coconino Aquifer south of the Little Colorado River, 

more than 5-6 miles south of the park.  It is thought that groundwater in this area is better 

because it is near the recharge area on the Mogollon Rim and that there is good circulation of 
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groundwater between the recharge area and discharge points at springs along the Little Colorado 

River (Figure 6). 

 

North of the Little Colorado River, groundwater quality in the Coconino Aquifer deteriorates 

rapidly, becoming increasingly salty toward the north.  The area underlying the park is near the 

axis of a large synclinal basin or trough.  Geologic formations are fairly flat-lying and the area is 

a long distance from recharge or discharge areas for the Coconino Aquifer.  Groundwater moves 

very slowly through the aquifer in this area.  Artesian pressure in the underlying Supai Formation 

forces poor quality groundwater from the Supai to slowly flow upward and commingle with 

groundwater in the Coconino Aquifer, causing the groundwater in the Coconino Aquifer to 

become increasingly salty. 

 

An example of the increased saltiness of groundwater in the Coconino Aquifer in and near the 

park is provided in Figures 7 and 8.  These figures show that the concentration of total dissolved 

solids or conductivity (as a surrogate for total dissolved solids) increases rapidly north of the 

Little Colorado River.  These data further substantiate the hypothesis that there is an active 

groundwater flow system in the area south of the Little Colorado River, with recharge along the 

Mogollon Rim and discharge at springs along the Little Colorado River.  Groundwater 

movement in this area is apparently fast enough to maintain good-quality groundwater.  North of 

the Little Colorado River, groundwater flow is relatively stagnant and water quality is poor due 

to dissolution of minerals in the bedrock and seepage of poor quality groundwater from adjacent 

formations. 

 

General water chemistry for wells completed in the Coconino Aquifer in Petrified Forest 

National Park is provided in Table 2. 

 

Potential Potable Water Supplies 
Potential potable water supplies at Petrified Forest National Park can be summarized as: 

1. Groundwater from the deep Coconino Aquifer is plentiful, but very poor quality.   

2. The few springs that exist in the park are in remote areas and produce only small 

quantities of water. 

3. Alluvium along the Puerco River produces sufficient water, but would require treatment 

to meet drinking water standards.  (It is better quality than water from the Coconino 

Aquifer.) 

4. Test drilling in the Moenkopi Formation and alluvium of Lithodendron Wash in the 

northern part of the park showed that some wells in this area could produce up to 5 gpm 

of water with quality comparable to the alluvium along the Puerco River. 

 

History of Public Water Supply Developments 
The first record of a water supply well in the park was a deep well (1023 feet) constructed in 

1932 into the Coconino Aquifer near park headquarters at the south end of the park.  Water from 

the well was too salty to drink and the well was plugged back to 950 feet in an attempt to 

eliminate the poor quality water.  The water remained too salty to drink and efforts to develop a 

well near headquarters were abandoned.  It is believed that this well was capped below ground 

surface.  No evidence of the well’s location remains.  The approximate location of this well 

(Rainbow Forest Well No. 1) is shown on Figure 5. 
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The Puerco Well No. 1 was completed in the alluvium on the south bank of the Puerco River in 

1934.  The well was 48 feet deep and produced a sufficient quantity of water with acceptable 

quality water to meet park demand.  Water from this well was hauled 16 miles to provide water 

for park headquarters and the CCC camp at the south end of the park (Gould, 1938).  In 1940, a 

pipeline was constructed from the well to the headquarters area. 

 

Around 1937, the development of park facilities at Painted Desert was authorized.  Several 

shallow wells were constructed in Lithodendron Wash about 2 miles west of park facilities in the 

Painted Desert area to supply the development.  These wells were completed in either the 

alluvium of the wash or a sandstone lens in the Chinle Formation (Walker, 1937).  These wells 

were collectively referred to as the Zuni Wells, probably after the old Zuni oil well.  The original 

Zuni oil well, drilled to a depth of 3000 feet, was located in Lithodendron Wash about a mile 

southwest of the Zuni water wells.  The Zuni wells were the water supply for the Painted Desert 

area (Palmer, 1957) into the early 1960’s, until after construction of the Puerco Well No. 2.  

Gray (1968) reported that only one of the Zuni wells remained connected to the distribution 

system and that it was used only as a backup source. 

 

Palmer (1957) reported that a small amount of water was being collected from a spring in the 

Agate Bridge area.  He did not specify how much water was being collected or what it was used 

for. 

 

In 1960, the Park Service constructed a series of test holes on the north bank of the Puerco River 

and developed one of the test holes as the Puerco Well No. 2.  The impetus for the drilling 

project was the decreasing yields from both the Puerco Well No. 1 and the Zuni Wells caused by 

silt moving into the gravel pack surrounding the wells.  By 1970, The Puerco Well No. 2 had 

become the sole source of water for the park, with a pipeline running from the well at the Puerco 

River to the Painted Desert facilities about 7 miles north of the river and to the Rainbow Forest 

area about 12 miles south of the river (Aughenbaugh, 1970a and 1970b). 

 

By 1972, the park was again looking for a local source of water for the Rainbow Forest area 

(Witucki, 1972).  The USGS was contracted to conduct a reconnaissance study including an 

inventory of existing nearby wells and interpretation of all applicable data.  At the same time, the 

Park Service was investigating alternatives and costs for treatment (including reverse osmosis) 

for water from the Puerco Well No. 2 and from wells completed in the Coconino Aquifer.  The 

analysis included comparison of the cost of operating local water systems with separate 

treatment systems for deep wells located at Painted Desert and Rainbow Forest vs. the cost of 

treating water from the Puerco Well No. 2 and operating an extensive distribution system 

throughout the park. 

 

In 1984, test wells were constructed to determine the yield and chemical quality of the Coconino 

Aquifer in the Rainbow Forest and Agate Bridge areas of the park (White, 1984).  The well at 

Rainbow Forest was pumped at 185 gpm for 24 hours.  The water had 9,900 mg/l dissolved 

solids.  The well at Agate Bridge was pumped at 30 gpm for 24 hours.  The water had 19,800 

mg/l dissolved solids.  Neither of these wells was ever used as a water supply for the park.  

Treatment systems were not constructed. 
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In 1997, the park began purchasing water from the Navajo Tribal Utility Authority (NTUA).  

The development of the Navajo New Lands and the increasing number of residents dependent 

upon the NTUA system for drinking water pose the greatest risk to the continued future purchase 

of NTUA water by the park.  The NTUA is under no obligation to continue supplying water to 

the park.  Should it become disadvantageous for the NTUA to sell water to the park, the park 

would be compelled to develop and treat its own water sources or find another provider willing 

to sell water to the park. 

 

Table 3 provides a summary of well information and Arizona well registration numbers for wells 

at Petrified Forest National Park.  For those wells which have them, copies of well completion 

forms are attached to this report. 

 

Current Groundwater Monitoring Program 

NPS Resource Management staff at the park make monthly water level measurements at the 

Puerco Well No. 2 and Agate Bridge wells.  Water samples from the Puerco Well No. 2 are 

collected quarterly for chemical analyses.  The water samples are shipped to the University of 

Virginia where the samples are analyzed for pH, conductivity, alkalinity, and major cations and 

anions.    These data are kept in the files of the resource management staff at the park. 

 

Park staff indicated that they can not monitor water levels in Rainbow Forest Well No. 2 because 

the cable on the water level meter is not long enough.  In recent years, the depth to water in this 

well has ranged from 310-320 feet (Figure 9).  This problem could easily be solved by 

purchasing a new water level meter with a 500-foot cable.  Cost of a new meter would be 

approximately $400. 

 

The USGS conducted quarterly monitoring of groundwater levels in two wells completed in the 

Coconino Aquifer at the park.  These wells are at Rainbow Forest and Agate Bridge.  The 

monitoring program was established in 1998 in response to a NPS request for the USGS to 

develop additional groundwater information for the Coconino Aquifer in the Little Colorado 

River Basin that could be used in the ongoing adjudication of water rights in the basin (Don 

Bills, USGS Flagstaff, written communication).  The monitoring program ended in Fall 2003 due 

to lack of funding.  Water level data is available from the USGS NWIS database on the internet.  

Hydrographs showing the water level in these two wells are shown in Figures 9 and 10.  Water 

levels in the wells at Petrified Forest are declining, most likely in response to groundwater 

pumping for municipal, industrial, and agricultural uses south and east of the park (Don Bills, 

USGS written communication). 

 

Dr. David Cooper, from Colorado State University, is conducting a research project to 

characterize the riparian community potential of the streams in the park based upon their 

physical environment.  The project includes intensive monitoring of the water table in the 

alluvium along the Puerco River.  Presumably, these data will be summarized and published in 

Dr. Cooper’s final report.  It is anticipated that this research project will lead to the development 

of a Riparian Area Resource Management Plan, including a Tamarisk Integrated Pest 

Management Plan and Environmental Assessment.  These documents should be available from 

the park in the near future. 
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Hydrogeologic Issues of Concern to the Park 
Whealan and others (2003) completed a water resources scoping report for Petrified Forest 

National Park.  In this report they identified significant water-related issues of concern to the 

park.  Several of these issues are directly related to groundwater resources of the park and are 

discussed briefly in the following paragraphs. 

 

1.  Alluvial water quality. 

Radionuclides in the Puerco River and the alluvial groundwater are a product of both the natural 

erosion of uranium-bearing rock and past mining-related activities upstream of the park.  

Groundwater in the alluvium, the source of water for the Puerco Well No. 2, has not been 

affected by anthropogenic releases of radionuclides upstream of the park.  However, the USGS 

has recommended continuing intermittent sampling of the alluvial groundwater to determine 

whether significant water quality changes have taken place.  Annual sampling and analysis is 

sufficient to identify any long-term trends or water quality changes. 

 

2.  Ferrellgas Petroleum Storage at Adamana 

Ferrellgas, Inc. operates a liquefied petroleum gas (LPG) storage terminal near the old railroad 

town of Adamana.  Adamana is located at the Puerco River approximately 0.8 miles west of the 

park boundary.  The facility stores LPG in underground caverns in the Supai formation.  

Ferrellgas has obtained an ADEQ Aquifer Protection Permit for the operation of four surface 

brine impoundments, twelve injection wells and sub-surface storage caverns.  Werrell (1994) 

investigated the potential for hydrological impacts to park resources from operation of the LPG 

gas storage operations and brine ponds at the Adamana Ferrellgas facility.  Both the depth of the 

Supai Formation (1000 feet below land surface) and the presence of a large thickness of 

relatively impermeable rocks (Moenkopi and Chinle Formations) overlying the LPG storage area 

effectively isolate the storage area from the surface.  Werrell (1994) concluded that the LPG 

storage project presented no threat to park resources unless water flowed uphill in this area. 

 

3.  Inventory groundwater resources. 

Groundwater resources and hydrogeologic conditions in the park have been thoroughly 

documented.  No additional studies or inventory are needed.  If the park boundary is expanded, 

as has been proposed, an inventory of wells and springs in the new areas should be completed.  

The basic principles of hydrogeology and groundwater occurrence discussed in this report will 

not change because of expansion of the park.  The description of groundwater resources and 

water quality can be extended into the new areas of the park.  Unless the park boundary is 

extended several miles south of the current boundary, there will still be no good-quality 

groundwater resources underlying the park. 

 

4.  Coordinate monitoring program. 

Park staff and hydrologists from Water Resources Division should review the various hydrologic 

monitoring programs to insure that there is no unnecessary overlap of programs and that there 

are no gaps between programs. These programs include; monitoring conducted by park staff, 

USGS monitoring, any monitoring that might be proposed or conducted by the Southern 

Colorado Plateau Network, Vital Signs, Natural Resources Challenge, or the I&M program.  The 

entire monitoring program should be reviewed and revised as necessary. 
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5.  Dependence on NTUA for potable water. 

In 1997, the park began to purchase water from the Navajo Tribal Utility Authority (NTUA).  

Currently, the park is entirely dependent on NTUA as the only source of potable water for the 

park.  NTUA water supplies are adequate to meet the park’s current and future demands.  

However, the Navajo Nation has expressed interest in using some of that water to encourage 

future development in the New Lands area of the reservation.  The long-term ability and 

willingness of the NTUA to continue supplying water to the park should be a concern for park 

management.  If NTUA is not able to meet the water supply demands of the park, the park would 

need to find another source of water.  That would most likely be wells in the alluvium of the 

Puerco River or in the Coconino aquifer.  Groundwater from either of these sources would need 

to be treated to meet public health standards.  Construction and operation of a water treatment 

system would be very expensive and would also require that park staff include several licensed 

water treatment plant operators. 
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