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Historical Trends 
Historical tide gauge data from the Washington DC tide gauge show that sea level around Rock 
Creek Park (ROCR) is rising at a slower rate than the national average (IPCC 2013; NOAA tides 
and currents 2012; Figure 1). Rock Creek Park has not been exposed to any hurricane-strength 
storms over the last century; however, it is vulnerable to storm surges that travel up the 
Potomac River from the coast. Only five tropical storms have either directly impacted or passed 
within 10 miles of ROCR (Table 1). No hurricane-strength storms that have passed over or 
within 10 miles of the park.  
 
Future Projections 
Sea level projections are based on global sea level estimates and regional tide gauge data (Table 
1). These numbers do not include changes in storm surge. The Intergovernmental Panel on 
Climate Change (IPCC 2012) reports that storm intensity is likely to increase in the future. While 
the number of storms and their paths may not change in the future, it can be expected that 
storm surges will increase as storm intensity increases. Sea, Lake, and Overland Surges from 
Hurricanes (SLOSH) Maximum of MEOWs (MOM) models predict that sections of both parks will 
be inundated by storm surges in the future (Figures 2 and 3). These SLOSH MOM projections do 
not include potential rises in sea level on top of storm surge.    
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Table 1. Rock Creek Park sea level and storm surge trends.  

 Mean Units Source 

Historical    

Sea level, Washington, DC 1924–2012 0.13 

(3.23) 

in/yr 

(mm/yr) 

NOAA (2013) 

Number of tropical storms, depressions, and 

subtropical storms to directly strike ROCR, 1842–

2013 

1 n/a IBTrACS (2013) 

Number of tropical storms, depressions, and 

subtropical storms paths within 10 miles of ROCR, 

1842–2013 

5 n/a IBTrACS (2013) 

Number of hurricanes to directly strike ROCR, 

1842–2013 

0 n/a IBTrACS (2013) 

Number of hurricanes paths within 10 miles of 

ROCR, 1842–2013 

0 n/a IBTrACS (2013) 

    

Global Sea Level Projections    

IPCC RCP2.6  global scenario sea level by 2100  1.31 

(0.40) 

ft 

(m)  

IPCC (2013) 

IPCC RCP4.5 global scenario sea level by 2100   1.54 

(0.47) 

ft 

(m) 

IPCC (2013) 

IPCC RCP6.0 global scenario sea level by 2100  1.57 

(0.48) 

ft 

(m) 

IPCC (2013) 

IPCC RCP8.5 global scenario sea level by 2100 2.07 

(0.63) 

ft 

(m) 

IPCC (2013) 

    

USACE Sea Level Projections for Washington, DC    

Low (historical rate) scenario:    

2030 0.38 

(0.12) 

ft  

(m) 

USACE (2013) 

2050 0.58 

(0.18) 

ft  

(m) 

USACE (2013) 

2100 1.08 

(0.33) 

ft  

(m) 

USACE (2013) 

Intermediate scenario:    

2030 0.51 

(0.15) 

ft  

(m) 

USACE (2013) 

2050 0.88 ft  USACE (2013) 
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(0.27) (m) 

2100 2.11 

(0.64) 

ft  

(m) 

USACE (2013) 

High scenario:    

2030 0.91 

(0.28) 

ft  

(m) 

USACE (2013) 

2050 1.83 

(0.56) 

ft  

(m) 

USACE (2013) 

2100 5.40 

(1.65) 

ft  

(m) 

USACE (2013) 

 
 
 

 
Figure 1. 
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Figure 2. 
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Figure 3. 


