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Summary 

The following standard operating procedure (SOP) outlines the procedure for collecting accurate x, y, 

and z coordinate data to survey river and stream transects using a robotic total station and data 

collector. Total stations allow extremely accurate spatial data to be collected and tied to a permanent 

benchmark. These data can be used to detect small geomorphic changes between surveys. Many 

different types of total stations and surveying gear are available and newer models will be available 

in the future. This SOP outlines basic steps for using the Trimble S6 robotic total station and the 

TSC3 data collector. It is assumed that the user is familiar with the basics of fluvial geomorphology 

and surveying and that the surveyor knows how to properly setup and use a total station (see SOP 

1.2.17 Setting Up and Configuring a Total Station—Version 1.0 [McDonald et al. 2018]). 
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Equipment/Materials List 

 Trimble S6 Total Station* 

o Batteries  

o Battery charger 

 Tripod for total station 

 Trimble TSC3 data collector* 

o fully charged 

o antenna 

o data-logger rod-mounting cradle  

 Prism and rod (with level) 

 Bi-pod for prism rod 

 Tape measure 

 Compass 

 Clipboard 

 Forms 3 (three copies) and 3a (Appendix A) 

 Pencil 

*Any use of trade, firm, or product names is for descriptive purposes only and does not imply 

endorsement by the U.S. Government. 
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Total Station Setup and Configuration 

Refer to SOP 1.2.17 Setting Up and Configuring a Total Station—Version 1.0 (McDonald et al. 

2018) for instructions on how to setup and configure a Trimble S6 robotic total station using a TSC3 

handheld data collector. 

Procedure 

The goal of the detailed transect surveys is to collect data to characterize the cross-sectional 

morphology of the detailed transects, allow for the identification and quantification of erosion and 

fluvial development, and provide an understanding of the out-of-channel features or habitats that 

characterize or influence the reach. 

When beginning the detailed transect survey, the first setup is on the benchmark that has a line-of-

sight to two other benchmarks (detailed transect or tie-in). This step is needed so that another 

benchmark can be used as the back-sight to verify positional accuracy and ensure the total station is 

setup consistently during subsequent surveys. If a tie-in point was needed to complete the survey 

network, Form 3a (Appendix A) will have the coordinates of this benchmark in case the data need to 

be entered manually. 

Prior to setting up the total station over each benchmark, walk the transect and fill out Form 3 

(Appendix A). The purpose of Form 3 is to provide a context for the points that will be surveyed 

along each transect. Be sure to note the presence or absence of diagnostic geomorphic surfaces (e.g., 

floodplain or terrace) and provide a short description of the riparian habitat on each side of the stream 

(i.e., ground cover and presence/absence of woody plants). 

Finish this initial reconnaissance by drawing a quick sketch of the cross-section with annotations that 

will help interpret the data by identifying the top of the bank (bankfull and/or channel full), bottom of 

bank, presence of emergent mid-channel bars, and any other noteworthy features. Once Form 3 has 

been filled out, set up the total station, name the project according to the PARK, reach number, and 

date of survey, and then begin surveying (see SOP 1.2.17 [McDonald et al. 2018] for more details). 

The following procedure is an idealized survey and modifications may need to be made depending on 

the characteristics of each reach: 

1. Start on the side of the river where the benchmark is located (usually river left). Collect the 

first point far enough and high enough away from the stream to characterize the out-of-

channel area beyond the benchmark. If possible, survey a point that is at a height that is twice 

the bankfull depth above the channel bed. Refer to any previous surveys to determine 

appropriate extent. Mark the starting location (river left or right) on Form 3. 

2. Select ‘Measure Topo’ from the ‘Measure’ menu (Figure 1). On the ‘Measure Topo’ screen, 

first define the point name. The point name will be a number that corresponds to the transect 

and number of points recorded (four-digits long starting with benchmark number). For 

example, the first detailed transect’s (BM 1’s) first point will be 1001, the second detailed 
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transect’s (BM 2’s) first point will be 2001, and the third detailed transect’s (BM 3’s) first 

point will be 3001. After recording each point, the last digit will automatically change to the 

next in the series (e.g., BM 2’s points will be 2001, 2002, 2003).  

3. After the name has been entered, enter a point code (Table 1 and Form 3). The purpose of the 

point code is to help interpret the data and identify key geomorphic surfaces. 

a. Add the ‘L-’ or ‘R-’ prefix to denote river left or right. 

b. Label the point ‘-OC’(out of channel) unless it is a diagnostic point (Table 1) or 

between left water’s edge ‘LWE’ and right water’s edge ‘RWE’ (which would be a 

‘CH’ or channel point). 

c. Also, be sure to label the -OC points that are to the left of the left benchmark as 

LBMOC (for data processing reasons). 

4. Once the first point is surveyed, collect points along a line that runs perpendicular to flow 

and connects the permanent benchmark to the secondary benchmark. Point spacing should be 

slope-dependent and should be close enough to accurately represent local slope (i.e., greater 

slope = more points).  

5. While conducting the survey, be sure to collect all of the diagnostic points from Table 1 that 

are present (e.g., channel-full (bank-top), bankfull (bank-top), and edge of water) as well as 

additional points between each diagnostic point to accurately capture topographic variability 

(Figure 2). 

a. Use the common point codes to label each point (Form 3). 

6. Finish the detailed transect by surveying a point far enough and high enough away from the 

stream to characterize the out-of-channel area beyond the secondary benchmark. If possible, 

survey a point at least two times higher than bankfull depth on the side opposite the total 

station. 

7. Once the detailed transect has been surveyed, record all longitudinal profile points visible 

from this setup. The longitudinal profile points should be taken on the water surface in the 

middle of channel at each standard transect (1–11). So that an accurate representation of the 

energy grade line within the reach can be created, water surface points also should be 

collected on riffle- and step-tops. Record which longitudinal profile points were surveyed 

from each benchmark on Form 3. 

a. Water surface points should be labeled WS## (e.g., water surface on transect 1 

labelled as WS01) and use the code ‘LONG’ for these points. 

b. For riffle- and step-tops, label the points based on which transects it is between (e.g., 

a riffle-top between transects 5 and 6 should be labelled WS56). 
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Note: When processing the data, the benchmark on river left (regardless if primary or secondary) 

will be used to compare all subsequent surveys. Be ABSOLUTELY SURE the river left benchmark 

is surveyed if the total station is not set up on it. 

8. Once all of the points are recorded (see Note above) be sure to select ‘End Conventional 

Survey’ in the ‘Measure’ menu (Figure 1) to save the points. 

Repeat these steps until all three of the detailed transects have been surveyed and all longitudinal 

profile points (transect water surfaces and riffle- and step-tops) have been recorded.  

Table 1. Point codes to be used when conducting the stream surveys. 

Point Code Name Abbreviation 

Left L- 

Right R- 

Benchmark -BM 

Backsight Point BS 

Out of channel -OC 

Channel full -CF- 

Floodplain Margin -FPM 

Bank full -BF- 

Bottom of Bank -BB 

Water’s edge -WE 

Channel CH 

Longitudinal Profile LONG 

Water Surface WS- 
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Figure 1. Trimble Access Measure menu. 
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Figure 2. Hypothetical stream cross-section with location of survey points. Triangles indicate benchmarks) and red points indicate potential 
diagnostic points with abbreviations and description. Black points represent unnamed survey point locations needed to accurately represent cross 
section. The blue water surface point needs be surveyed on all 11 transects. NOTE: Be sure to survey the left benchmark! 
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Appendix A. Data Sheets 

 

 

Figure A-1. Stream habitat assessment form 3 – detailed cross sections. 
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Figure A-2. Stream habitat assessment form 3a – tie in points. 


	Standard Operating Procedure 1.2.18
	Using a Total Station to Conduct a Stream Survey—Version 1.0
	Summary
	Revision Log
	Contents
	Equipment/Materials List
	Total Station Setup and Configuration
	Procedure
	Literature Cited
	Appendix A. Data Sheets




Accessibility Report





		Filename: 

		SOP 1.2.18 Using a total station to conduct a stream survey_FINAL_508.pdf









		Report created by: 

		



		Organization: 

		







[Enter personal and organization information through the Preferences > Identity dialog.]



Summary



The checker found no problems in this document.





		Needs manual check: 2



		Passed manually: 0



		Failed manually: 0



		Skipped: 1



		Passed: 29



		Failed: 0







Detailed Report





		Document





		Rule Name		Status		Description



		Accessibility permission flag		Passed		Accessibility permission flag must be set



		Image-only PDF		Passed		Document is not image-only PDF



		Tagged PDF		Passed		Document is tagged PDF



		Logical Reading Order		Needs manual check		Document structure provides a logical reading order



		Primary language		Passed		Text language is specified



		Title		Passed		Document title is showing in title bar



		Bookmarks		Passed		Bookmarks are present in large documents



		Color contrast		Needs manual check		Document has appropriate color contrast



		Page Content





		Rule Name		Status		Description



		Tagged content		Passed		All page content is tagged



		Tagged annotations		Passed		All annotations are tagged



		Tab order		Passed		Tab order is consistent with structure order



		Character encoding		Passed		Reliable character encoding is provided



		Tagged multimedia		Passed		All multimedia objects are tagged



		Screen flicker		Passed		Page will not cause screen flicker



		Scripts		Passed		No inaccessible scripts



		Timed responses		Passed		Page does not require timed responses



		Navigation links		Passed		Navigation links are not repetitive



		Forms





		Rule Name		Status		Description



		Tagged form fields		Passed		All form fields are tagged



		Field descriptions		Passed		All form fields have description



		Alternate Text





		Rule Name		Status		Description



		Figures alternate text		Passed		Figures require alternate text



		Nested alternate text		Passed		Alternate text that will never be read



		Associated with content		Passed		Alternate text must be associated with some content



		Hides annotation		Passed		Alternate text should not hide annotation



		Other elements alternate text		Passed		Other elements that require alternate text



		Tables





		Rule Name		Status		Description



		Rows		Passed		TR must be a child of Table, THead, TBody, or TFoot



		TH and TD		Passed		TH and TD must be children of TR



		Headers		Passed		Tables should have headers



		Regularity		Passed		Tables must contain the same number of columns in each row and rows in each column



		Summary		Skipped		Tables must have a summary



		Lists





		Rule Name		Status		Description



		List items		Passed		LI must be a child of L



		Lbl and LBody		Passed		Lbl and LBody must be children of LI



		Headings





		Rule Name		Status		Description



		Appropriate nesting		Passed		Appropriate nesting










Back to Top



