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Overview 

Calculation of metrics generally follows three steps. This SOP covers the calculation of metrics and 
QA/QC of resultant data. Note that only some procedures QA/QC procedures have been developed at 
the time of protocol publication. 

1. Reviewing and updating stations of interest and periods of record of interest (see SOP 3.3.3; 
DeVivo 2018). 

2. Calculating metrics for each period of record 

a. Storing metric data in protocol database where calculations succeed 

b. Storing null data and qualification flag for instances where calculations fail 

3. Quality Assurance and Control 

a. For periods of record where calculations succeed, evaluation of whether analysis code 
reproduces published results (from USGS) and flagging of data incorrectly 
reproduced. Data will be flagged by metric across all stations and periods of record. 

b. For periods of record where calculations fail, evaluation of the period of record and 
one or more of the following: 

i. Truncating of the period of record to remove data gaps at the beginning or 
end. The period of record is qualified as differing from the published period 
of record with an explanation. 

ii. Splitting of the period of record to periods before and after discontinuities.  

iii. Estimation or interpolation of missing data. Metrics calculated using 
interpolated or estimated data are qualified as based on incomplete data 
records. 

c. For each period of record, metrics are also qualified based on underlying data 
adequacy, which will be used to inform trend analyses. This will be based on a 
combination of the duration of the period of record, the type of calculations used in 
deriving metrics (seasonal averages vs. rolling averages), and the amount of 
estimated vs. measured data included in the analysis. 

Preparation 

Required software: 

 R and R Studio. The procedures below (and scripts for calculating methods) are based on R 
version 3.5.1 and may need to be updated based on your local installation. 
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Required R Packages. Please install with all dependencies: 

 IHA (https://rdrr.io/rforge/IHA/). Calculates a subset of Indicators of Hydrologic Alteration 
metrics as defined by The Nature Conservancy (TNC 2009). The Nature Conservancy's web 
page at http://conserveonline.org/workspaces/iha describes the software and has illustrations 
of it's use.  The IHA R package does not currently implement the EFC component of the 
software.   

 dataRetrieval (https://github.com/USGS-R/dataRetrieval). Collection of functions to help 
retrieve U.S. Geological Survey (USGS) and U.S. Environmental Protection Agency (EPA) 
water quality and hydrology data from web services. USGS web services are discovered from 
National Water Information System (NWIS) <https://waterservices.usgs.gov/> and 
<https://waterdata.usgs.gov/nwis>.  Both EPA and USGS water quality data are obtained 
from the Water Quality Portal <https://www.waterqualitydata.us/>. 

 EflowStats (https://github.com/USGS-R/EflowStats). EflowStats is a reimplementation of the 
Hydrologic Index Tool (HIT; Henriksen et al, 2006) for calculating 171 hydrologic indices 
for stream classification analysis. EflowStats also calculates 7 additional statistics used for 
streamflow classification referred to as the "Magnificent Seven" (MAG7, Archfield et al., 
2013). Unlike the original HIT, EflowStats has been redesigned to injest general hydrologic 
timeseries data and is not restricted to data formats used by the USGS National Water 
Information System. 

 RODBC (https://cran.r-project.org/web/packages/RODBC/index.html). An ODBC database 
interface. 

 Devtools (https://github.com/hadley/devtools). Required to install Eflowstats.   

Before you begin 

 You will need to set up an ODBC connection to allow the RODBC R package to read and 
write data to the JCD_Hydro database on the INPNISCVDBNRSSD\IMDGIS SQL Server 
instance.   

 You will need to download and install TNC’s IHA Software, located here: 
https://www.conservationgateway.org/ConservationPractices/Freshwater/EnvironmentalFlow
s/MethodsandTools/IndicatorsofHydrologicAlteration/Pages/IHA-Software-En.aspx 

Review of Monitoring Stations of Interest 

These procedures are designed to be run for all stations and periods of records of interest. Please 
refer to SOP 3.3.3 (DeVivo 2018) for procedures for adding stations and custom periods of record to 
be used for analysis. 
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At the inception of protocol implementation, all USGS and EPA monitoring stations inside and 
within 1 km miles of park boundaries were used for analysis. Prior to each year’s run of statistics, 
networks should be asked to review the current list of stations to determine if any others should be 
added, and identify any dates/events be used for before-after comparisons (such as the construction 
or removal of a dam). Note that many of the metrics to be calculated require a continuous period of 
record (no data gaps) so the period of record used for analysis may be a subset of the full period of 
deployment for some stations (see SOP 3.3.3 for discussion on derivation of periods of record for 
analysis).  

Annual Calculation of Metrics 

For each station and period of record of interest, 33 hydrologic measures are calculated using R 
scripts available at https://github.com/joe-devivo/ESHydrology/tree/master/vignettes (Table 1 and 
Table 2).  

 

Table 1. Scripts to calculate IHA metrics.  See documentation in Appendix A. 

Script Name Description 

IHA_Metric_Calculations.Rmd Scripts to run all IHA metrics (see Table 2 below) 

 

Table 2. Surface-water dynamics measures and description of associated parameters. Numbers in 
parentheses indicate the number of metrics in each category. Specific metric descriptions are provided in 
Appendix C. [* = parameters that are provided from source data]. 

Measure Parameters Description (number of metrics) Reference 

Indicators of Hydrologic Alteration Monthly Water Conditions Mean or median value of flow for 
each calendar month (12) 

TNC (2009) 

 Annual Extreme Water 
Conditions 

Annual minimum, maxima; number of 
zero-flow days, and base flow index 
(12) 

 

 Timing of annual extreme 
water conditions 

Julian dates of each annual 1-day 
maximum and minimum (2) 

 

 Frequency and duration of 
high and low pulses 

Number and duration of high and of 
low pulses each water year (4) 

 

 Rate and frequency of 
water condition changes 

Rise and fall rates, and the number of 
hydrologic reversals (3) 
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Quality Control 

Identification of Errors Returned by R Scripts When Calculating Metrics 
Note that R code for calculating Indicators of Hydrologic Alteration metrics may still be in 
development and therefore may improve or change over time. Currently the existing data record for 
several periods of record for many stations does not allow for metric calculation, and it’s unclear if 
this is a function of the code provided by TNC or the underlying data quality. It’s important to be 
aware of which modules have changed prior to calculating metrics each year. In some cases metrics 
that have been flagged in prior years may be updated and “unflagged.” Data are therefore qualified 
based on types of calculation errors encountered during processing, which will be used to rectify 
metric calculations over time. 

Validation of Metric Calculations  
To be added in Version 2.0. 

Period of Record Check 
To be added in Version 2.0. 

Data Suitability Check 
To be added in Version 2.0. 

Value-Specific Qualification 
To be added in Version 2.0. 
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Data Qualification Codes 
Where appropriate qualify data as follows: 

Table 3. Data qualification codes used when calculating Indicators of Hydrologic Alteration metrics. 

Code Applies To Description Remedy 

AZ Period of Record All daily flow values equal 
zero                                      

Metrics not calculated 

MD Period of Record Missing daily flow data         Evaluate period of record for 
discontinuities and 
truncate/split as appropriate. 

FTN Period of Record Flood threshold could not 
be calculated and instead 
set to null (affects Duration 
H, Frequency H, and 
Timing A,H, & L Metrics)      

None; informs data use. 

NAs Period of Record Error thrown during HIT 
calculations due to NAs in 
log transformed data            

Metrics not calculated 

TNCF-2 Period of Record "mimic-TNC" setting set to 
FALSE for IHA group 2 
metrics                                  

None; informs data use. 

TNCF-3 Period of Record "mimic-TNC" setting set to 
FALSE for IHA group 3 
metrics                                  

None; informs data use. 

MVS Metric Metric Value Suspect. The 
calculated metric value 
does not match accepted/ 
published value 

Recalculate metrics upon 
release of updated code; 
omit from trend analyses. 

MPE Measure Metric Precision Error. The 
calculated value does not 
match the precision of  

Values are flagged but not 
recalculated. 

MCE Metric Metric Calculation Error.  Recalculate metrics upon 
release of updated code; 
omit from trend analyses. 

MCS Metric Metric Calculation Suspect. 
Code used to reproduce 
published USGS calculation 
does not return accepted/ 
published value. 

Recalculate metrics upon 
release of updated code; 
omit from trend analyses. 

 

Data Quality Evaluation 
The following is summarized and disseminated with data: 

 the total number of stations for which metrics are calculated 

 the number of station X periods of record for which IHA statistics are calculated 

 the number of station X periods of record for which metrics are successfully calculated 

 Qualification rates 
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Appendix A. RMD File Output for IHA Metric Calculations 

This vignette is current as of 15 November 2018. For the latest version, see: 

https://github.com/joe-devivo/ESHydrology/blob/master/vignettes/IHA_Metric_Calculations.Rmd 

 

Before you begin 

You will need to set up an ODBC connection named “Hydro” to allow the RODBC R package to 
read and write data to the JCD_Hydro database on the INPNISCVDBNRSSDSQL Server instance. 

You will also need the following R packages installed: 

• IHA (https://rdrr.io/rforge/IHA/). Calculates a subset of Indicators of Hydrologic Alteration 
metrics as defined by The Nature Conservancy (TNC 2009). The Nature Conservancy’s web 
page at http://conserveonline.org/workspaces/iha describes the software and has illustrations of 
it’s use. The IHA R package does not currently implement the EFC component of the software. 

• dataRetrieval (https://github.com/USGS-R/dataRetrieval). Collection of functions to help 
retrieve U.S. Geological Survey (USGS) and U.S. Environmental Protection Agency (EPA) 
water quality and hydrology data from web services. USGS web services are discovered from 
National Water Information System (NWIS) https://waterservices.usgs.gov/ and 
https://waterdata.usgs.gov/nwis. Both EPA and USGS water quality data are obtained from the 
Water Quality Portal https://www.waterqualitydata.us/. 

• EflowStats (https://github.com/USGS-R/EflowStats). EflowStats is a reimplementation of the 
Hydrologic Index Tool (HIT; Henriksen et al, 2006) for calculating 171 hydrologic indices for 
stream classification analysis. EflowStats also calculates 7 additional statistics used for 
streamflow classification referred to as the “Magnificent Seven” (MAG7, Archfield et al., 
2013). Unlike the original HIT, EflowStats has been redesigned to injest general hydrologic 
timeseries data and is not restricted to data formats used by the USGS National Water 
Information System. 

• RODBC (https://cran.r-project.org/web/packages/RODBC/index.html). An ODBC database 
interface. 

• Devtools (https://github.com/hadley/devtools). Required to install Eflowstats. 

Calculation of IHA Metrics 
Pull station data from master database 

The following pulls data from the master hydrology database 

ch <‐ odbcConnect("Hydro") 
POR2run<‐sqlFetch(ch,"dbo.vw_site_no_X_PORs_IHA",as.is = c(TRUE), stringsAsFa
ctors = FALSE) 
siteInfo<‐sqlFetch(ch,"dbo.tbl_siteInfo",as.is = c(TRUE), stringsAsFactors = 
FALSE) 
MasterPORs<‐sqlFetch(ch,"dbo.tlu_PORs",as.is = c(TRUE), stringsAsFactors = FA
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LSE) 
BasePORs<‐sqlFetch(ch,"dbo.xtab_site_no_X_PORs_Base",as.is = c(TRUE), strings
AsFactors = FALSE) 
odbcClose(ch) 
 
colnames(MasterPORs)[5] <‐ "AnalysisStartDate" 
colnames(MasterPORs)[6] <‐ "AnalysisEndDate" 
 
POR2run<‐merge(POR2run,MasterPORs,by="POR_ID") 
POR2run<‐merge(POR2run,siteInfo,by="siteInfoID") 
 
POR2run$AnalysisStartDate<‐ymd(as.Date(POR2run$AnalysisStartDate)) 
POR2run$AnalysisEndDate<‐ymd(as.Date(POR2run$AnalysisEndDate)) 

Run IHA calculations 

The following code runs a loop X number of times based on parameters set in the header of this 
Rmd file. By default, the number of loops is set to 1, but this an be easily changed by “knitting 
with parameters.” 

Note that this code chunk will only work if the POR2run table contains a period of record / station 
combination in need of processing. 

rowstowrite<‐params$loops2run 
currentrow<‐1 
 
# Start Loop 
repeat 
{ 
 
ch <‐ odbcConnect("Hydro") 
RunIHA<‐sqlFetch(ch,"dbo.vw_IHA_by_AnalysisPORID",as.is = c(TRUE), stringsAsF
actors = FALSE) 
odbcClose(ch) 
 
POR2run<‐anti_join(POR2run,RunIHA,by="AnalysisPORID") 
 
#reset variables from last run 
if (exists ('dailyQ')) {rm(dailyQ)} 
if (exists ('dailyQClean')) {rm(dailyQClean)} 
if (exists ('year_type')) {rm(year_type)} 
if (exists ('StatsOut')) {rm(StatsOut)} 
if (exists ('sdate')) {rm(sdate)} 
if (exists ('sn')) {rm(sn)} 
if (exists ('ed')) {rm(ed)} 
if (exists ('start_year')) {rm(start_year)} 
if (exists ('AnalysisPORID')) {rm(AnalysisPORID)} 
if (exists ('IHAGroup1')) {rm(IHAGroup1)} 
if (exists ('IHAGroup2')) {rm(IHAGroup2)} 
if (exists ('IHAGroup3')) {rm(IHAGroup3)} 
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if (exists ('IHAGroup4')) {rm(IHAGroup4)} 
if (exists ('IHAGroup5')) {rm(IHAGroup5)} 
 
sn<‐POR2run[currentrow,10] 
year_type<‐"water" 
sdate<‐POR2run[currentrow,7] 
sdate=as.Date(sdate) 
ed<‐POR2run[currentrow,8] 
ed=as.Date(ed) 
AnalysisPORID<‐POR2run[currentrow,3] 
start_year<‐POR2run[currentrow,5] 
totalrows<‐nrow(POR2run) 
 
 
#Pull the data and convert to a zoo object 
 
dailyQ <‐ readNWISdv(siteNumber = sn, parameterCd = "00060", startDate = sdat
e, endDate = ed) 
dailyQZoo=zoo(as.numeric(dailyQ$X_00060_00003),order.by=as.Date(dailyQ$Date)) 
 
#Group 1 
IHAGroup1<‐group1(dailyQZoo,year=year_type) 
 
#Group 2 
IHAGroup2<‐try(group2(dailyQZoo,year=year_type,mimic.tnc=T)) 
 
if (class(IHAGroup2)=="try‐error"){ 
    IHAGroup2<‐group2(dailyQZoo,year=year_type,mimic.tnc=F) 
    PORQualOut<‐data.frame(cbind(PORQualifierID=6,AnalysisPORID=AnalysisPORID
)) 
    ch <‐ odbcConnect("Hydro") 
    sqlSave(ch,PORQualOut,"dbo.vw_QualifyPORs",append=TRUE,rownames=FALSE) 
    odbcClose(ch) 
 } 
 
#Group 3 
IHAGroup3<‐try(group3(dailyQZoo,year=year_type,mimic.tnc=T)) 
    if (class(IHAGroup3)=="try‐error"){ 
        IHAGroup3<‐try(group3(dailyQZoo,year=year_type,mimic.tnc=F)) 
        PORQualOut<‐data.frame(cbind(PORQualifierID=9,AnalysisPORID=AnalysisP
ORID)) 
      ch <‐ odbcConnect("Hydro") 
      sqlSave(ch,PORQualOut,"dbo.vw_QualifyPORs",append=TRUE,rownames=FALSE) 
      odbcClose(ch) 
        }  
 
#Group 4 
IHAGroup4<‐group4(dailyQZoo,year=year_type) 
 
#Group 5 
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IHAGroup5<‐group5(dailyQZoo,year=year_type) 
 
IHAGroup1=rownames_to_column(as.data.frame(IHAGroup1),var="year") 
IHAGroup3=rownames_to_column(as.data.frame(IHAGroup3),var="year") 
IHAGroup4=rownames_to_column(as.data.frame(IHAGroup4),var="year") 
IHAGroup5=rownames_to_column(as.data.frame(IHAGroup5),var="year") 
 
#transform data frames to storable records 
 
StatsOut=merge(x=IHAGroup1, y=IHAGroup2, by="year") 
StatsOut=merge(x=StatsOut, y=IHAGroup3, by="year") 
StatsOut=merge(x=StatsOut, y=IHAGroup4, by="year") 
StatsOut=merge(x=StatsOut, y=IHAGroup5, by="year") 
 
StatsOut2<‐cbind(AnalysisPORID=AnalysisPORID, StatsOut, runtime=Sys.time()) 
 
 
# Write Data to Database 
ch <‐ odbcConnect("Hydro") 
sqlSave(ch,StatsOut2,"vw_IHA_by_AnalysisPORID",append=TRUE,rownames=FALSE) 
odbcClose(ch) 
 
 print(c("row",rowstowrite‐currentrow+1)) 
 currentrow = currentrow+1 
 
 if(currentrow==rowstowrite+1)  
{ 
    break 
 } 
} 

## Error in inherits(x, c("xml_node", "xml_document", "xml_nodeset")): HTTP S
tatus 400 ‐ Site number length must be no less than 8 numeric digits at argum
ent 0 

Quality Assurance and Quality Control Procedures 
Validation of Metric Calculations 

To be added in Version 2.0 

Period of Record Check 

To be added in Version 2.0 

Data Suitability Check 

To be added in Version 2.0 

Value-Specific Qualifications 

To be added in Version 2.0 
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Data Quality Evaluation 

The following is summarized and disseminated with data: 

• the total number of stations for which metrics are calculated 

• the number of station X periods of record for which IHA statistics are calculated 

• the number of station X periods of record for which metrics are successfully calculated 

• Qualification rates 

Methods for doing so will be included in Version 2.0. 

 


