Northern Great Plains Network

National Park Service

Setting Up and Configuring a Total Station
Stream Channel Monitoring

Please cite this as:

Thornbrugh, D. J., and J. S. Mills. 2019. Setting up and configuring a total station: stream channel
monitoring. Northern Great Plains Network Standard Operation Procedure NPS/NGPN/SOP.
National Park Service, Rapid City, SD.

Summary

This standard operating procedure (SOP) discusses how to set up and configure a total station for
NGPN Stream Channel Monitoring (Thornbrugh et al. 2019). The procedures are adapted from the
Southeast Coast Network SOP 1.2.17 Setting up and Configuring a Total Station—\Version 1.0
(McDonald et al. 2018).
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The NGPN will directly implement the peer-reviewed and approved protocols and methods in
SECN’s SOP 1.2.17 Setting Up and Configuring a Total Station—Version 1.0 (McDonald et al.
2018). Available at: https://irma.nps.gov/DataStore/Reference/Profile/2254014

Differences in Methods

e None

Procedures

Follow SECN SOP 1.2.17 Setting Up and Configuring a Total Station—Version 1.0 from the
Southeast Coast Network Wadeable Stream protocol. Use the methods and procedures as written.
Take care to select the correct UTM zone for your location (13 or 14 for NGPN parks).
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