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The National Park Service, Natural Resource Stewardship and Science office in Fort Collins, 
Colorado, publishes a range of reports that address natural resource topics. These reports are of 
interest and applicability to a broad audience in the National Park Service and others in natural 
resource management, including scientists, conservation and environmental constituencies, and the 
public. 

The Natural Resource Data Series is intended for the timely release of basic data sets and data 
summaries. Care has been taken to assure accuracy of raw data values, but a thorough analysis and 
interpretation of the data has not been completed. Consequently, the initial analyses of data in this 
report are provisional and subject to change. 

All manuscripts in the series receive the appropriate level of peer review to ensure that the 
information is scientifically credible, technically accurate, appropriately written for the intended 
audience, and designed and published in a professional manner. 

This report received informal peer review by subject-matter experts who were not directly involved 
in the collection, analysis, or reporting of the data. Data in this report were collected and analyzed 
using methods based on established, peer-reviewed protocols and were analyzed and interpreted 
within the guidelines of those protocols 

Views, statements, findings, conclusions, recommendations, and data in this report do not necessarily 
reflect views and policies of the National Park Service, U.S. Department of the Interior. Mention of 
trade names or commercial products does not constitute endorsement or recommendation for use by 
the U.S. Government. 

This report is available in digital format from Northern Great Plains Network website, and the 
Natural Resource Publications Management website. If you have difficulty accessing information in 
this publication, particularly if using assistive technology, please email irma@nps.gov. 

Please cite this publication as: 

Rockwood, S. L. and I. W. Ashton. 2020. Water quality monitoring for Theodore Roosevelt National 
Park: 2013 data report. Natural Resource Data Series NPS/THRO/NRDS—2020/1264. National Park 
Service, Fort Collins, Colorado. 
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Abstract 
The Northern Great Plains Inventory and Monitoring Network (NGPN) began monitoring water 
quality in the Theodore Roosevelt National Park (THRO) in 2013, with the assistance of the U.S. 
Geological Survey (USGS). This report summarizes the data collected during the 2013 ice-free 
season (April 5 through November 6) for streamflow, water temperature, dissolved oxygen, specific 
conductance, and pH. 

2013 was a wet year and discharge on the Little Missouri River peaked above 6000 cubic feet per 
second in early June and in September. There was considerable seasonal variation in all water quality 
measures. A summary of our results can be found in Descriptive Statistics Summary tables for the 
ice-free season (Table 3) and for each month (Table 4). Notably, water temperatures warmed above 
29.4°C, a North Dakota state water quality standard, 66 times during the summer of 2013. 

NGPN’s collaboration with USGS supported real-time and archived access to this data through the 
USGS National Water Information System Website, where it remains available to the public. 
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Introduction 
Located in southwestern North Dakota, Theodore Roosevelt National Park (THRO) encompasses 
70,477 acres in the Little Missouri Badlands. THRO is composed of three discrete management units, 
each of which is a patchwork of mixed-grass prairie, clay buttes, bottomland forest, and open 
shrublands. The three park units (North, Elkhorn Ranch, and South) are connected by the Little 
Missouri River, an undammed tributary of the Missouri River with headwaters located in 
northeastern Wyoming, making it the major hydrologic feature for THRO. The Little Missouri flows 
for approximately 560 miles from south to north through parts of Wyoming, Montana, South Dakota 
and the badlands of North Dakota, and approximately 28 miles run through the park (Figure 1). The 
269 miles of intermittent streams within the park provide substantial flow to the Little Missouri River 
during spring snowmelt and summer rainfall events (Gitzen et al. 2010). 

 
Figure 1. Map of Theodore Roosevelt National Park and the Little Missouri River in North Dakota. The 
stretch of the river running through the North Unit, is listed as impaired under 303(d) criteria (indicated in 
red) for Escherichia coli. 

The Little Missouri River is designated as a Class II water in North Dakota. Class II waters are 
similar to Class I which are defined as “water suitable for propagation or protection, or both, of 
resident fish species and other aquatic biota and for swimming, boating and other water recreation”, 
but for Class II additional treatment may be required to meet drinking water requirements (NDDEQ 
2019). The stretch of the Little Missouri that runs through the North Unit is listed as an impaired 
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waterway under section 303(d) of the Clean Water Act for exceedances of Escherichia coli (ND 
Department of Health 2019). A small part of the Little Missouri River within the THRO South Unit 
boundary (Figure 1) is also listed as impaired for E. coli. The source of the E. coli and fecal coliform 
is not known, but livestock feeding operations, agriculture, and failing septic systems are likely 
contributors. For more details and current impairment information visit the North Dakota Department 
of Environmental Quality website. 

The Northern Great Plains Inventory & Monitoring Network (NGPN) began monitoring water 
quality at THRO in 2013 to better understand current conditions and changes over time in the Little 
Missouri River. The monitoring is conducted at the gaging station at Medora, ND (Monitoring 
Location 06336000, Figure 2) in collaboration with the United States Geological Survey (USGS). 
The objective is to determine the status and long-term trends of core water quality parameters during 
the ice-free season. NGPN plans to repeat water quality monitoring at THRO every three years, 
starting in 2013 (Wilson et al. 2014), conducting in-depth analysis of status and trends after 3 to 5 
cycles of sampling. 

NGPN’s core water quality parameters include streamflow, dissolved oxygen (DO), pH, specific 
conductivity, and water temperature (Table 1; Wilson et al. 2014). These parameters are measured 
every 15 minutes throughout the ice-free season (typically April to November), and results are made 
available in real-time on the USGS National Water Information System Website. 

 
Figure 2. Map of Theodore Roosevelt National Park and water quality monitoring location (blue triangle) 
and nearby weather station (red flags). Climate data in this report is taken from the Painted Canyon 
RAWS weather station. 

https://deq.nd.gov/WQ/3_Watershed_Mgmt/10_WQStand/WQStand.aspx
https://deq.nd.gov/WQ/3_Watershed_Mgmt/10_WQStand/WQStand.aspx
https://waterdata.usgs.gov/monitoring-location/06427850/
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Table 1. Water quality parameters measured as part of the Northern Great Plains Inventory & Monitoring 
Water Quality Program and associated state standards for North Dakota class II waters (NDDEQ 2019). 

Water Quality 
Parameter Description 

ND state standards applicable to warm water fisheries 
designations 

Water 
temperature (°C) 

Water temperature is affected 
by solar radiation, air 
temperature, rainfall, flow 
dynamics, stream shading, in-
stream bed material and 
reflectance and land 
use/cover in the watershed. 

• 29.44°C 
• The maximum increase shall not be greater than five 

degrees 2.78°C above natural background conditions. 

Dissolved 
Oxygen (mg/L) 

Dissolved oxygen level is a 
measure of the amount of 
oxygen in the water column 
and an important indicator of 
a water body’s ability to 
support aquatic life. 

• 5 mg/l as a daily minimum 
• up to 10% of representative samples collected during any 

3-year period may be less than this value provided that 
lethal conditions are avoided 

Specific 
Conductance 
(µS/cm) 

Specific conductivity is a 
measure of the water’s ability 
to conduct electricity. Specific 
conductivity is typically 
proportional to the dissolved 
major ions in the water such 
as calcium, magnesium, 
sodium, and sulfate. 

No criteria 

pH 

The pH of the stream is a 
measure of the hydrogen ion 
concentration in the water. 
Different organisms flourish 
within different ranges of pH. 

• 6.0 - 9.0 
• up to 10% of representative samples collected during any 

3-year period may exceed this range, provided that lethal 
conditions are avoided. 

 

  



 

4 
 

Methods 
The NGPN Water Quality Monitoring Protocol (Wilson et al. 2014) sets out the methods used for 
sampling water quality and streamflow. The general approach is briefly described below. For more 
detail, please see Wilson et al. 2014 (available at https://www.nps.gov/im/ngpn/water-quality.htm). 

Data Collection 
Water quality data are collected at a real-time USGS stream gage (ID number 06336000) in Medora, 
ND, at around 2248 ft elevation. Water quality and streamflow are measured every 15 minutes 
throughout the ice-free season. Monitoring at THRO began in 2013 and will be repeated in 2016, 
2019, and every three years thereafter. Program funding currently limits monitoring to a cycle of one 
year of monitoring, followed by two years without. 

In 2013, NGPN partnered with the USGS North Dakota Water Science Center to have USGS staff 
collect water quality and streamflow data at THRO. The USGS deployed a continuous, multi-
parameter sonde at the Little Missouri River Gaging Station (06336000) near Medora, ND, on April 
5, 2013 (Figure 3) and visited the gaging station every 3-4 weeks for equipment maintenance (Table 
2). The sonde instrument recorded dissolved oxygen (DO), pH, specific conductivity, and water 
temperature every 15 minutes, while the gage simultaneously measured stream stage (gage height; 
measured in feet) and discharge, a measure of streamflow. During each site visit, the USGS takes 
photographs of upstream, downstream, and the sonde location. 

 
Figure 3.  A sonde device is used to measure water quality in the Little Missouri River in 2013 at 
Theodore Roosevelt National Park (right panel). The United States Geological Survey Little Missouri 
gaging station (06336000) is set up for real-time data transmission via satellite (left panel). Photographs 
courtesy of NPS. 

https://www.nps.gov/im/ngpn/water-quality.htm
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Satellite telemetry transmitted the water data to the Water Science Center in near real-time 
(https://waterdata.usgs.gov/monitoring-location/06336000/). The USGS staff reviewed the real-time 
data daily to verify the accurate transfer of provisional field data and to identify sensor malfunctions 
or erroneous data. Access to the real-time data allowed them to recognize problems recording 
equipment malfunction, sedimentation, electrical disruption, debris, or vandalism. If disruptions 
occurred, the USGS staff scheduled additional site visits to minimize the loss of data. 

During each site visit, USGS staff conducted a site inspection and a side-by-side comparison with the 
in-the-water sonde and an independent field sonde. They serviced and calibrated the sensors as 
needed. Calibration included pre- and post-calibration checks to quantify fouling errors and 
equipment drift – data critical to correction and grading of the final data. On November 6, 2013, the 
USGS removed the multi-parameter sonde from the Little Missouri River. 

Quality assurance and quality control was conducted by USGS staff following established USGS 
guidelines (Wagner et al. 2006). NGPN received the final corrected (approved) data in February of 
2014 from the USGS, and used AQUARIUS Workstation by Aquatic Informatics 
(http://aquaticinformatics.com/)  and R (R Core Team 2019) to store and analyze water data. Water 
year reports are provided by USGS and the text can be found in Appendix A. Figures were generated 
in R and daily mean values were calculated from 15-minute interval data. In the case where there 
were missing data due to instrument error, means were generated by excluding the missing values 
and the maximum and minimum were left blank. Means were not calculated for days where all time 
steps were missing (i.e. the instrument didn’t collect any data that day). We calculated the proportion 
of records that exceeded North Dakota environmental regulatory thresholds (Table 1). 

Climate data were downloaded from the Painted Canyon RAWS climate station. The data were 
accessed and graphed using the web-based tool Climate Analyzer. 

https://waterdata.usgs.gov/monitoring-location/06336000/
http://aquaticinformatics.com/
http://www.climateanalyzer.us/ngpn
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Table 2. Field journal for 2013 Water Quality Sampling at Theodore Roosevelt National Park. 

Date Notes 
April 5, 2013 Installed gage and monitor, ~ 10 am. 

May 13, 2013 Routine service. Mud and silt on sensor. 

May 21, 2013 
Reinstalled water quality probe and orifice line – possibly cut by beavers. Mud/ silt/ sand 
on sensors, and monitor becoming buried in tube from sand. All removed, cleaned, and 
attached to fence post in channel. River levels rising. 

June 18, 2013 Routine service. Cleaned mud, silt and bugs from sensors. 

July 9, 2013 Routine service. River channel has moderate levels of moss and algae. Cleaned water 
quality probe, and flushed out tube. Sensors cleared of mud and silt. No resets needed. 

July 16, 2013 
Routine service. Outside of monitor covered in mud, with minor amount of mud around 
probes. Sensors cleared of mud and silt. 
Technicians collected a bacteria sample for the state (10 am). 

August 13, 2013 
Routine service. Cleaned sensors of mud and silt. No high-water marks. Screen would not 
work, not connecting to Satlink – replaced GPS cable. 
Technicians collected a bacteria sample for the state (1 pm). 

September 10, 2013 

High water mark, and water still rising. Heavy rainfall over weekend. Moderate debris in 
stream channel. Could not access monitor for maintenance due to high water flows. Field 
meter still checked, and data looked ok. 
Technicians collected a bacteria sample for the state (11:30 am). 

September 16, 2013 Replaced Satlink; could not get the YSI probe to work. Reset height gage at 12:20 pm. 
High water mark measurement was near peak. Cleaned sensors of mud and silt. 

September 19, 2013 Visit to fix YSI probe problems: replaced YSI with new one; need new cable. 

November 6, 2013 Removed monitors for winter, ~ 10:15 am. Purged orifice and dug out in channel; slightly 
buried in sand. Sensors had mud and silt. 
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Results 
The water quality monitoring season (ice-free) on the Little Missouri River at THRO lasted from 
April 5, 2013 to November 6, 2013 (Figure 4). Discharge was low in the beginning of the monitoring 
periods and then increased in June and peaked again in the fall. This seasonal pattern of increased 
flow in the spring is typical but in comparison to past years, the 2013 water year was wetter than 
average. In 2013, rain and snow totaled 21.73 inches with total monthly precipitation peaking in May 
(Figure 5). 

 
Figure 4. Daily mean discharge on the Little Missouri River at Theodore Roosevelt National Park in 2013 
at USGS Gaging Station 06336000. 
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Figure 5. Total monthly precipitation (red bars) and average monthly minimum (green line) and maximum 
(blue line) temperature for 2013 in Theodore Roosevelt National Park (top panel). A comparison of 2013 
precipitation (bottom left) and temperature (bottom right) in Theodore Roosevelt National Park compared 
to the period of record. Climate data are from Painted Canyon RAWS climate station. The data were 
accessed and graphed using the web-based tool Climate Analyzer. 

During the ice-free season at THRO, we collected over 19,000 water quality measurements in the 
Little Missouri River (Table 3). We found mean water temperature of 16°C, dissolved oxygen 
concentrations of 8.7 mg/L, specific conductance of 1597, and pH of 8.38 (Table 3). There was, 
however, variation across months in all parameters (Table 4). Mean water temperature in April was 

http://www.climateanalyzer.us/ngpn
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7°C and increased to a mean of 24°C in July before declining back to 3°C in November (Table 4, 
Figure 6). Temperatures exceeded the North Dakota water quality standard of 29.4°C (Table 1) 66 
times in July and September, but this was less than 0.5% of all records (Table 4). 

Table 3. Summary of descriptive statistics for water temperature, dissolved oxygen, specific conductance, 
and pH measured for the ice-free sampling period on the Little Missouri River at Theodore Roosevelt 
National Park from April 5, 2013 to November 6, 2013, at USGS Gaging Station 06336000. Percent 
exceedance is the proportion of samples that exceed the respective state regulatory threshold described 
in Table 1 (water temperature max. limit is 29.4°C; dissolved oxygen ≥ 5.0 mg/L and pH range < 6.0 or 
>9.0). 

Descriptive Statistic 
Water Temperature 

(°C) 
Dissolved Oxygen 

(mg/L) 
Specific Conductance 

(µS/cm) pH 
Mean 16.35 8.69 1597.13 8.38 

Standard Deviation 7.66 1.59 558.22 0.22 

Median 18.2 8.3 1570 8.4 

Minimum -0.1 5.3 510 7.8 

Maximum 30.4 12.8 2960 8.8 

Number of Points 19631 17316 18949 19519 

Number of Points 
below or above 
standard 

66 (above) 0 (below) 0 (above) 
0 (above) 
0 (below) 

% Exceedance 0.34% 0% – 0% 

 

Table 4. Monthly summary of descriptive statistics and percent exceedances for core water quality 
parameters for the ice-free sampling period at Little Missouri River at Theodore Roosevelt National Park 
from April 6, 2013 to November 5, 2013, at USGS Gaging Station 06336000. Percent exceedance is the 
proportion of samples that exceed the respective state regulatory threshold described in Table 1 (water 
temperature max. limit is 29.4°C; dissolved oxygen ≥ 5.0 mg/L and pH range is <6.0 or >9.0). 

Dates Descriptive Statistic 

Water 
Temperature 

(°C) 
Dissolved 

Oxygen (mg/L) 

Specific 
Conductivity 

(µS/cm) pH 

April 6-30, 2013 

Number of 
measurements 2404 2404 2404 2404 

Mean 7.01 10.79 1948.64 8.6 

Standard Deviation 4.09 1.08 152.88 0.05 

Median 6.4 11 1940 8.6 

Minimum -0.1 8.3 1570 8.5 

Maximum 18.5 12.8 2320 8.7 

% Exceedance 0 0 – 0 

May, 2013 
Number of 
measurements 2492 2194 2098 2488 

Mean 15.28 8.77 2386.93 8.53 
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Table 4 (continued). Monthly summary of descriptive statistics and percent exceedances for core water 
quality parameters for the ice-free sampling period at Little Missouri River at Theodore Roosevelt National 
Park from April 6, 2013 to November 5, 2013, at USGS Gaging Station 06336000. Percent exceedance is 
the proportion of samples that exceed the respective state regulatory threshold described in Table 1 
(water temperature max. limit is 29.4°C; dissolved oxygen ≥ 5.0 mg/L and pH range is <6.0 or >9.0). 

Dates Descriptive Statistic 

Water 
Temperature 

(°C) 
Dissolved 

Oxygen (mg/L) 

Specific 
Conductivity 

(µS/cm) pH 

May, 2013 
(continued) 

Standard Deviation 4.01 1.13 670.81 0.21 

Median 15.4 8.7 2660 8.6 

Minimum 2.9 5.3 850 8 

Maximum 24.8 11.8 2960 8.8 

% Exceedance 0 0 – 0 

June, 2013 

Number of 
measurements 2877 2623 2781 2782 

Mean 19.88 7.5 1301.62 8.21 

Standard Deviation 3.61 0.47 293.13 0.17 

Median 20.8 7.5 1370 8.2 

Minimum 12.7 6.3 825 8 

Maximum 26.4 8.4 1780 8.6 

% Exceedance 0 0 – 0 

July, 2013 

Number of 
measurements 2973 2308 2973 2968 

Mean 24.03 7.24 1819.57 8.47 

Standard Deviation 2.84 0.67 333.16 0.1 

Median 24 7.3 1710 8.5 

Minimum 16.6 5.8 1230 8.2 

Maximum 30 10.3 2390 8.8 

% Exceedance 1.65% 0 – 0 

August, 2013 

Number of 
measurements 2973 2265 2973 2971 

Mean 23.09 7.36 1456.83 8.44 

Standard Deviation 2.36 0.47 396.66 0.18 

Median 22.9 7.3 1320 8.5 

Minimum 18 6.4 1060 8 

Maximum 29.4 9.4 2450 8.8 

% Exceedance 0 0 – 0 

September, 
2013 

Number of 
measurements 2400 2010 2208 2396 

Mean 18.92 8.06 1408.01 8.29 

Standard Deviation 4.52 0.87 413.57 0.21 

Median 19.6 8.2 1490 8.4 
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Table 4 (continued). Monthly summary of descriptive statistics and percent exceedances for core water 
quality parameters for the ice-free sampling period at Little Missouri River at Theodore Roosevelt National 
Park from April 6, 2013 to November 5, 2013, at USGS Gaging Station 06336000. Percent exceedance is 
the proportion of samples that exceed the respective state regulatory threshold described in Table 1 
(water temperature max. limit is 29.4°C; dissolved oxygen ≥ 5.0 mg/L and pH range is <6.0 or >9.0). 

Dates Descriptive Statistic 

Water 
Temperature 

(°C) 
Dissolved 

Oxygen (mg/L) 

Specific 
Conductivity 

(µS/cm) pH 

September, 
2013 (continued) 

Minimum 9.9 5.8 510 7.8 

Maximum 30.4 9.6 1980 8.6 

% Exceedance 0.71% 0 – 0 

October, 2013 

Number of 
measurements 2976 2976 2976 2974 

Mean 7.27 10.09 1154.84 8.2 

Standard Deviation 3.16 0.77 486.35 0.2 

Median 6.6 10.2 915 8.1 

Minimum 1.1 8.4 579 7.9 

Maximum 15.2 11.9 1960 8.5 

% Exceedance 0 0 – 0 

November 1-6, 
2013 

Number of 
measurements 536 536 536 536 

Mean 3.14 11.05 1241.55 8.28 

Standard Deviation 1.31 0.36 85.77 0.05 

Median 3.3 11 1230 8.3 

Minimum -0.1 10.6 1090 8.2 

Maximum 5.4 11.9 1390 8.4 

% Exceedance 0 0 – 0 
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Figure 6. Daily mean water temperature (black line) collected on the Little Missouri River at Theodore 
Roosevelt National Park from April 5, 2013 to November 6, 2013, at USGS Gaging Station 06336000. 
The gray ribbon shows the daily maximum and minimum water temperature for the same period. The 
dashed blue line indicates one of the North Dakota state water quality standards (see Table 1 for more 
details). The periods where the instrument did not collect data are indicated by gaps in the record. 

Dissolved oxygen also displayed seasonal variation (Table 3, Figure 7). The highest mean dissolved 
oxygen concentrations were in the spring and fall, averaging greater than 10 mg/ L in April, October, 
and November. Dissolved oxygen concentrations never exceed the state water quality standard of 5 
mg/ L during the period of record. 

Specific conductance of the Little Missouri River was highly variable throughout the year (Table 3, 
Figure 8), and generally declined throughout the season. Gaps in the specific conductivity record, 
particularly at times of high flow were common (Figure 8). The pH of the Little Missouri River 
ranged between 7.8 and 8.8 (Figure 9) and was never outside the range of the North Dakota state 
standards of 6.0 -9. 



 

13 
 

 
Figure 7. Daily mean dissolved oxygen concentrations (top) and daily discharge (bottom) of the Little 
Missouri River at Theodore Roosevelt National Park from April 5, 2013 to November 6, 2013, at USGS 
Gaging Station 06336000. The gray ribbon shows the daily maximum and minimum dissolved oxygen for 
the same period. The dashed blue line indicates one of the North Dakota state water quality standards 
(see Table 1 for more details). The periods where the instrument did not collect data are indicated by 
gaps in the record. 



 

14 
 

 
Figure 8. Daily mean specific conductance (top) and daily discharge (bottom) of the Little Missouri River 
at Theodore Roosevelt National Park from April 5, 2013 to November 6, 2013, at USGS Gaging Station 
06336000. The gray ribbon shows the daily maximum and minimum specific conductivity for the same 
period. The periods where the instrument did not collect data are indicated by gaps in the record. 
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Figure 9. Daily mean pH (black line) of the Little Missouri River at Theodore Roosevelt National Park 
from April 5, 2013 to November 6, 2013, at USGS Gaging Station 06336000. The gray ribbon shows the 
daily maximum and minimum pH for the same period. The dashed blue lines indicate the North Dakota 
state water quality standards (see Table 1 for more details). The periods where the instrument did not 
collect data are indicated by gaps in the record. 
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Further Analysis 
This Data Report is intended to provide a basic review of the data collected during the 2013 water 
quality monitoring season at Theodore Roosevelt National Park. All data included in this report is 
available upon request from the Northern Great Plains Inventory and Monitoring Network, as well as 
in the archives found on the USGS National Water Information System for site 06336000. 

  

https://www.nps.gov/im/ngpn/index.htm
https://nwis.waterdata.usgs.gov/nd/nwis/uv/?site_no=06336000&period=&begin_date=2016-03-01&end_date=2016-11-01
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Appendix A. USGS Water Data Quality Report for Little 
Missouri River 06336000, 2013 
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