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Only changes in this specific SOP will be logged here.  Version numbers increase incrementally by 

hundredths (e.g., version 1.01, version 1.02) for minor changes.  Major revisions should be 

designated with the next whole number (e.g., version 2.0, 3.0, 4.0).  Record the previous version 

number, date of revision, author of the revision, changes made, and reason for the change along with 

the new version number. 

 

Purpose 

This SOP describes how to download and process photographic images collected by project staff or 

volunteers during the course of conducting Pacific Island Inventory and Monitoring Network (PACN 

I&M) Stream Monitoring.  Images that are acquired by other means – e.g., downloaded from a 

website or those taken by a cooperating researcher – are not project records and should be handled 

separately. 

The standards described herein pertain specifically to all digital photographs related to Stream 

Monitoring. In this SOP, digital photograph refers to any photo in electronic format regardless of 

acquisition by scanner or digital camera.  Most photos acquired and used by PACN I&M personnel 

should fit into one of the general categories. 

1. Library Photos: These photos are final products that have been edited, documented, reviewed 

and added to the photo archive in the Pacific Island Inventory and Monitoring Network 

https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/monitoring_archive/
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(PACN) Monitoring Archive Library1 in the PACN SharePoint (SPO) site2.  These photos are 

representative, unique and instructive and can be used for multiple purposes by a variety of 

staff.  

2. Data Photos: Data photos are photos collected as data. Care should be taken to distinguish 

data photos from incidental or opportunistic photos taken by project staff.  Data photos are 

those taken for at least one of the following reasons, to: 

• Document a particular feature or perspective for the purpose of site relocation 

• Capture site habitat characteristics and possibly to indicate gross structural changes over 

time 

• Document a species detection that is also recorded in the data 

Data photos may be linked to specific records within the database and are stored in a manner 

that permits the preservation of those database links.  Other photos (e.g., of field crew 

members at work, or photos showing fish, shrimp, or snails) may also be retained but are not 

necessarily linked with database records.     

3. Misc Photos:  Miscellaneous photos are photos taken during monitoring but that do not 

record data.  Such photos, such as crew members at work or unknown species photos are 

miscellaneous photos. 

 

Image Management Workflow 

Effectively managing hundreds of photographic images requires a consistent method for 

downloading, naming, editing, and documenting.  The general process for managing photos proceeds 

as follows: 

1. File structure setup  

2. Image acquisition 

3. Download files 

4. Process Ricoh camera image files using GeoJot+ Core® software   

5. Rename the image files according to convention 

6. Review and edit or delete the photos 

7. Move into appropriate folders for storage 

8. Establish database links 

9. Document the photos 

 

1 PACN Monitoring Archive Library, https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/monitoring_archive 

(accessed 25 February 2022). 
2 PACN SharePoint (SPO) Site, https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM (accessed 25 February 

2022). 

https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/monitoring_archive/
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/monitoring_archive/
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM
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10. Final storage 

 

File Structure Setup 

Prior to data collection for any given year, project staff will need to set up new folders under the 

“Images” folder (Figure SOP 27.1) in the Stream Monitoring project workspace in SharePoint.  

Folder structures should be set up as follows: 

Images      

[YEAR]   The appropriate year (e.g., 2021, 2022, etc.; Figure SOP 27.1) 

_Ricoh_memos Memos to be loaded onto the Ricoh GPS camera  

[PARK] Arrange files by 4-letter park code (e.g., HAVO, NPSA, etc.; 

Figure SOP 27.2) 

        Data   Data images arranged by date (Figure SOP 27.3) 

Misc Non-data images taken by project staff and arranged by date 

(Figure SOP 27.3) 

Originals Data images that are downloaded from a Ricoh or non-Ricoh 

field camera and arranged by date (Figure SOP 27.3) 

 

 

Figure SOP 27.1. File structure for “Images” folder within the Stream Monitoring project workspace in 

SharePoint. 

https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/vital_signs/Forms/File%20Count.aspx?id=%2Fsites%2Fnps%2DPWR%2DPACNIM%2Fvital%5Fsigns%2F06b%5Ffw%5Fanimals%5Fstreams%2FImages&viewid=c0664fba%2D1b29%2D4aef%2D983e%2Ded5dbfffa271
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/vital_signs/Forms/File%20Count.aspx?id=%2Fsites%2Fnps%2DPWR%2DPACNIM%2Fvital%5Fsigns%2F06b%5Ffw%5Fanimals%5Fstreams&viewid=c0664fba%2D1b29%2D4aef%2D983e%2Ded5dbfffa271
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/vital_signs/Forms/File%20Count.aspx?id=%2Fsites%2Fnps%2DPWR%2DPACNIM%2Fvital%5Fsigns%2F06b%5Ffw%5Fanimals%5Fstreams%2FImages&viewid=c0664fba%2D1b29%2D4aef%2D983e%2Ded5dbfffa271
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Figure SOP 27.2. Example of where to place Streams images for each park for a sampling year within 
the Stream Monitoring project workspace in SharePoint. 

 

Figure SOP 27.3. Example of file structure for each park folder for a sampling year within the Stream 
Monitoring project workspace in SharePoint. 
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This folder structure permits data images to be stored and managed separately from miscellaneous 

images collected during the course of the project.  It also provides separate space for storage of 

original images.  For additional information about the project workspace, refer to SOP #25 

Workspace Setup and Project Records Management. 

 

Folder Naming Standards 

In all cases, folder names should follow these guidelines: 

• No spaces or special characters in the folder name 

• Use the underscore (“_”) character to separate words in folder names 

• Try to limit folder names to 20 characters or fewer 

• Dates within folder names should be formatted as YYYYMMDD3 (for better sorting) 

Within the “Data” and “Originals” folders, additional folders should be created for each sampling 

event in the format YYYYMMDD.  When a sampling event is multiple days long, use the first 

date of the sampling event for folder name.  All data images for a sampling date should go in the 

appropriate sampling event folder.   

 

Image Acquisition 

Digital photographs should be captured at a resolution and quality setting appropriate for the highest 

detail intended use.  As a general rule, images destined for printing or publication should be of a 

higher quality and resolution than images that will be used for email or internet use.  If the camera 

will allow, the resolution should be set at 1760 x 1168 or higher.  The quality should be set for “super 

fine” or “high”.  Uncompressed TIFF files retain the greatest amount of image information, but the 

trade-off for the highest image quality is that these image files are large, and fewer images can be 

saved to any single memory card.  

Publication quality photos should be taken at a minimum of 5 megapixels.  Because the destination 

of a photo is unknown at the time it is taken, all photos should be taken with this resolution, or for 

lower resolution cameras, the highest resolution possible.  Any resizing or file compression should be 

done during post processing using image editing software.  

Though most digital cameras can digitally imprint the date and time directly onto the photo image, 

this feature usually should not be used.  Date and time data are automatically recorded in the EXIF 

metadata by most digital cameras.  If the image is being cataloged and documented, it has value – 

imprinting the image reduces the image quality and hence the image value.  

 

3 YYYYMMDD = 4-digit year, 2-digit month, 2-digit day 

https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/vital_signs/Forms/File%20Count.aspx?id=%2Fsites%2Fnps%2DPWR%2DPACNIM%2Fvital%5Fsigns%2F06b%5Ffw%5Fanimals%5Fstreams%2FDocuments%2FProtocol%2FSOPs&viewid=c0664fba%2D1b29%2D4aef%2D983e%2Ded5dbfffa271
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/vital_signs/Forms/File%20Count.aspx?id=%2Fsites%2Fnps%2DPWR%2DPACNIM%2Fvital%5Fsigns%2F06b%5Ffw%5Fanimals%5Fstreams%2FDocuments%2FProtocol%2FSOPs&viewid=c0664fba%2D1b29%2D4aef%2D983e%2Ded5dbfffa271
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Different brands of digital cameras name photos differently.  Some cameras will have several file 

naming options that may include:  

• Sequential numbering which resets each time a memory card is formatted, or a new card is 

put in.  

• Sequential numbering which loops from 0001 to 9999.  

• Numbering based on date-photo sequence.  

As a general rule, the most useful setting is a date-photo sequence, then the 0001-9999 loop and the 

least useful the card-based sequence.  Projects must carefully review the naming options of the 

project cameras for the most useful convention.  Projects must also ensure the same convention is 

used by all cameras collecting data photos.  Photos will be renamed later following the naming 

conventions described below. 

 

Downloading and Processing Image Files 

When returning from the field, images must be downloaded from the camera, placed in the 

appropriate folders, and processed as soon as possible.  For detailed information on these steps, refer 

to the SOP Processing Images with GeoJot+ Core® Software, located in the Data Management SOP 

Documents folder in SharePoint. 

 

Rename Image Files 

All data photos will be renamed during image processing with GeoJot+ Core® software and should 

be named in the following format (Figure SOP 27.6):   

[YYYYMMDD]4_[StationID]5_[reach]6_[Direction]7.jpg.   

The software will automatically update the file names during processing based on the applied 

memos.  For renaming image filenames correctly, refer to the following sections in the SOP 

Processing Images with GeoJot+ Core® Software: 

1. “Rename Photos” under “6. Shared Output Settings” 

2. “Renaming Watermarked Image Files” 

 

4 [YYYYMMDD] = 4-digit year, 2-digit month, 2-digit day corresponding the date that the photo was taken (e.g., 

20210829). 
5 [StationID] = ID assigned for sampled station consisting of the type of transect (i.e., fixed, designated as “F” or 

temporary, designated as “T”), 4-letter park code, and station # (e.g., FKALA08, THALE13). 
6 [reach] = meter measurement along the transect that the photo was taken (e.g., 0m, 15m, 30m). 
7 [Direction] = direction that the photo was taken (e.g., Downstream, Upstream, Left_Bank, Right_Bank). 

https://doimspp.sharepoint.com/:w:/r/sites/nps-PWR-PACNIM/data_mgmt/sop_documents/SOP_Processing_photos_GeoJot_Core_v2.docx?d=w06c4ba6ec509597992f330dbffcb8918&csf=1&web=1&e=b6gqtq
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/data_mgmt/Forms/File%20Count.aspx?id=%2Fsites%2Fnps%2DPWR%2DPACNIM%2Fdata%5Fmgmt%2Fsop%5Fdocuments&viewid=edc8c508%2D4cbe%2D4d28%2D9e29%2D7e8b02a7b32d
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/data_mgmt/Forms/File%20Count.aspx?id=%2Fsites%2Fnps%2DPWR%2DPACNIM%2Fdata%5Fmgmt%2Fsop%5Fdocuments&viewid=edc8c508%2D4cbe%2D4d28%2D9e29%2D7e8b02a7b32d
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/monitoring_archive/Water%20Quality/Documents/Protocol/SOPs/SOP%20Processing%20Images%20with%20GeoJot+%20Core®%20Software
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/monitoring_archive/Water%20Quality/Documents/Protocol/SOPs/SOP%20Processing%20Images%20with%20GeoJot+%20Core®%20Software
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Figure SOP 27.6. Example of image file naming standards for WAPA 2020 Stream Monitoring images. 

If data photos were taken with a non-Ricoh camera, it is likely that you will need to add memos to 

the photos during processing.  There are several resources that can be used in order to determine the 

correct memos for a photo: 

• Scanned or hard-copy datasheets –  

o Photo information may be noted in the Digital Photograph Information section of the 

datasheet for a station. 

o Compare data/time information on the datasheet to the data/time information 

associated with the image files. 

• Rite in the rain logbook 

Refer to the “3. Data Editor” section in the SOP Processing Images with GeoJot+ Core® Software, 

which will go over the method used to add missing memos during processing. 

 

Review and Edit Image Files 

Delete any poor-quality photos, repeats, blurred or otherwise unnecessary photos.  Low quality 

photos might be retained if the subject is highly unique, or the photo is an irreplaceable data photo.  

Edit the photos by doing any of the following if needed. 

• Rotate the image to make the horizon level. 

https://doimspp.sharepoint.com/:w:/r/sites/nps-PWR-PACNIM/data_mgmt/sop_documents/SOP_Processing_photos_GeoJot_Core_v2.docx?d=w06c4ba6ec509597992f330dbffcb8918&csf=1&web=1&e=b6gqtq
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• Photos of people should have ‘red eye’ glare removed. 

• Photos should be cropped to remove edge areas that grossly distract from the subject. 

Photos can be edited using any approved software – e.g., Photos®, Paint®, SnagIt®, and GeoJot+ 

Core® (refer to the “4. Photo Editor” section in the SOP Processing Images with GeoJot+ Core® 

Software for more information). 

 

Organize Image Files 

Once data images have been edited, reviewed, and renamed, the data images can be copied to the 

“Data” folder for the correct year and park.  Any other miscellaneous images should be moved to the 

“Misc” folder for the correct year and park (Figure SOP 27.3).  Images that are to be linked to the 

database will need to go into the “VS_Streams_Database_images” folder for the correct year and 

park (Figure SOP 27.7). 

Specific procedures for organizing images can be found in the “Uploading Processed Image Files to 

SharePoint” section in the SOP Processing Images with GeoJot+ Core® Software. 

 

Figure SOP 27.5. Example of where to place 2021 images that will be linked to the database. 

Photos of interest to a greater audience should be copied to the PACN Monitoring Archive Library8 

in SharePoint by the PACN Data Manager.  Generally, these images are high quality, high resolution, 

 

8 PACN Monitoring Archive Library, https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/monitoring_archive/ 

(accessed 25 February 2022). 

https://doimspp.sharepoint.com/:w:/r/sites/nps-PWR-PACNIM/data_mgmt/sop_documents/SOP_Processing_photos_GeoJot_Core_v2.docx?d=w06c4ba6ec509597992f330dbffcb8918&csf=1&web=1&e=b6gqtq
https://doimspp.sharepoint.com/:w:/r/sites/nps-PWR-PACNIM/data_mgmt/sop_documents/SOP_Processing_photos_GeoJot_Core_v2.docx?d=w06c4ba6ec509597992f330dbffcb8918&csf=1&web=1&e=b6gqtq
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/vital_signs/Forms/File%20Count.aspx?id=%2Fsites%2Fnps%2DPWR%2DPACNIM%2Fvital%5Fsigns%2F06b%5Ffw%5Fanimals%5Fstreams%2FData%2FDatabase%2FVS%5FStreams%5FDatabase%5Fimages&viewid=c0664fba%2D1b29%2D4aef%2D983e%2Ded5dbfffa271
https://doimspp.sharepoint.com/:w:/r/sites/nps-PWR-PACNIM/data_mgmt/sop_documents/SOP_Processing_photos_GeoJot_Core_v2.docx?d=w06c4ba6ec509597992f330dbffcb8918&csf=1&web=1&e=b6gqtq
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/monitoring_archive/
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/monitoring_archive/
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but lower quality images may be included if the subject matter has broad appeal and is special, rare, 

or unique. 

 

Establish Database Links 

Images for the Stream Monitoring protocol can be directly linked to the data in the Stream 

Monitoring Database.  During data entry and processing, the database application will provide the 

functionality required to establish a link between each database record and the appropriate image 

file(s).  To establish the link, the database prompts the user to indicate the root project workspace 

directory path and the specific file name.  This way, the entire workspace may be later moved to a 

different directory (e.g., the PACN Monitoring Archive Library) and the links will still be valid after 

changing only the root path.  Refer to SOP #25 Workspace Setup and Project Records Management, 

and SOP #28 Data Entry and Verification for additional details on setting up the database images 

structure and establishing these links. 

Note:  It is important that the files keep the same name and relative organization once these database 

links have been established.  Users should not rename or reorganize the directory structure for linked 

image files without first consulting with the PACN Data Manager. 

The procedures for linking images to the Stream Monitoring Database can be found in Stream 

Monitoring Database User Guide, located in the “Database Documentation” in SharePoint. 

 

Final Storage 

At the end of the season, and once the year’s data are certified, data images for the year will be 

moved to the PACN Monitoring Archive Library in SharePoint for archival.  Before data is certified 

all data images should be checked for completeness and linked to the database.  Since the project 

images are on the network server, simply inform the PACN Data Manager that the images are ready 

to be archived.  These files will be loaded into the PACN Monitoring Archive Library in SharePoint, 

and the database links to data images will be updated accordingly. 

https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/vital_signs/Forms/File%20Count.aspx?id=%2Fsites%2Fnps%2DPWR%2DPACNIM%2Fvital%5Fsigns%2F06b%5Ffw%5Fanimals%5Fstreams%2FDocuments%2FProtocol%2FSOPs&viewid=c0664fba%2D1b29%2D4aef%2D983e%2Ded5dbfffa271
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/vital_signs/Forms/File%20Count.aspx?id=%2Fsites%2Fnps%2DPWR%2DPACNIM%2Fvital%5Fsigns%2F06b%5Ffw%5Fanimals%5Fstreams%2FDocuments%2FProtocol%2FSOPs&viewid=c0664fba%2D1b29%2D4aef%2D983e%2Ded5dbfffa271
https://doimspp.sharepoint.com/:w:/r/sites/nps-PWR-PACNIM/vital_signs/06b_fw_animals_streams/Data/Database/Database_documentation/PACN_streams_database_users_guide_v2_1.docx?d=w6cff5510ff5a5543a45691e0104266b8&csf=1&web=1&e=hQa7gL
https://doimspp.sharepoint.com/:w:/r/sites/nps-PWR-PACNIM/vital_signs/06b_fw_animals_streams/Data/Database/Database_documentation/PACN_streams_database_users_guide_v2_1.docx?d=w6cff5510ff5a5543a45691e0104266b8&csf=1&web=1&e=hQa7gL
https://doimspp.sharepoint.com/sites/nps-PWR-PACNIM/vital_signs/Forms/File%20Count.aspx?id=%2Fsites%2Fnps%2DPWR%2DPACNIM%2Fvital%5Fsigns%2F06b%5Ffw%5Fanimals%5Fstreams%2FData%2FDatabase%2FDatabase%5Fdocumentation&viewid=c0664fba%2D1b29%2D4aef%2D983e%2Ded5dbfffa271

