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Compiled by: Alexa Kreiling Date:  8/28/2025
DOCKET INFORMATION FORM Initial Docket Information Form B Amendment # (1,2,3..)
Includes Confidential Content (J

Park Unit: _ YOSE  pocket #: 021 Docket Title El Portal Well #6

Docket Select all applicable: [ PC/V (pre-code/vested) I APP (appropriative) I RIP (riparian) Region: LJNER&NCR  [JIMR
Type: O FRR (federal reserved right) C1 PWR (public water reserve) [ ACQ (acquired) L SER O MWR
0 GW (groundwater) (0 Own (ownership) (1 Other L IMR E PWR
J AKR
Source: ™ Groundwater [ Spring (When recognized by the State as separate
from groundwater and surface water . CA
[ Surface Water . ) Atatey %
[ Direct Diversion [J Diversion to Storage [ Instream Flow County: Mariposa
Name: Well #6
Owner: US National Park Service (As listed by the State)
Application #: Date:
Permit #: Date Issued:
License / Certificate #: Priority Date:
Ruling/Order/Decree #: Date Issued:
Quantity: Rate: Duty:

Units: O cfs [0 gpm O afy O other Units: O cfs [ gpm O afy O other

Use(s): [ Domestic [ Livestock [ Irrigation I Municipal (I Industrial/Commercial (I Wildlife [J Instream [J other

POD Name / Location:

[J Multiple PODs (see water right)

Qtr: Qtr: Sec:

R: PM:

Latitude:

Longitude:

UTM

Datum:

POU Name / Location:

[ Multiple POUs (see water right)

Qtr: Qtr: Sec:

R: PM:

Latitude:

Longitude:

UTM

Datum:

Narrative / Remarks:

See notes to the file in the preliminary section.

O Additional Page(s) Attached

Enter short narrative in the space below, attach additional page(s) as needed.
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June 26, 1996

The primary water supply for El Portal is from wells 2 through 7. Well 1 is no
longer in use. All 7 wells are thought to tap the underflow of the Merced River.
For information pertaining to land status and riparian rights common to all the
above dockets, please refer to YOSE 012: El Portal Well #1.
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v e REPORT OF TELEPHONE CONVERSATION

DATE: June 26, 1996 TIME: 11:30 a.m.
PROJECT: YOSE - El1 Portal

NPS PERSON ON CALL: Alice E. Johns
[ ] I RECEIVED A CALL FROM [* ] I CALLED

PERSON: Ed Walls
ORGANIZATION: Chief of Maintenance
ADDRESS: YOSE

TELEPHONE: 209-379-1077

DISCUSSION: I called for clarification on the current water system at El Portal.
Ed said that the water system consists of 6 wells—-numbers 2-7. Well number 1 is
no longer in use. Number 7 has just gone on line.

He also asked about water right issues associated with Tuolumne Meadows. I told
him that Steve Stone of DSC had requested a water right analysis, and that it
would be next after El Portal and Biledo. If there was a need for it to be
placed at a higher priority, I suggested that Ed talk to Mark Butler.

Ed said that he would call back with current information on well production. He
called back and said that the current system is capable of producing 307 gpm.

In 95, 42 million gallons were withdrawn. Averaged over the year, that is about
80 gpm. Withdrawals are about 100,000 gpd in winter, more 200,000 gpd in summer.

ACTION TO BE TAKEN:

COPIES TO:
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Memorandum
Toa: Superintendent, Yosemite
From: Regional Director, Western Region

Subject: NPS #4 Well at El Portal, Yosemite National Park, California

Enclosed for your review and files is a copy of the data and analysis of the
aquifer test for the new well (NPS #6) at El Portal. As agreed with the
Denver Service Center, this aquifer test was conducted by the Division of
Water Resources.

This well 1is capable of producing about 45 gallons per minute for 24 hours
or 50 gallons per minute for about 30 minutes, see Figure 5.

Field specific conductance measurements were taken during the test to
provide an index of water quality. The specific conductance was about
200 micromhos per centimeter at 25° C,iindicating about 130 parts per
million dissolved solids by use of a conversion factor of 0.65. This
is excellent water quality. The water temperature ranged from 15.0° C
(59.0° F) to 15.5° C (59.9° F). At the end of the test a water sample
was collected for a full chemical analysis by a professional laboratory.

(Sgd) HOWARD H. CHAPMAN

Enclosures

cc: DSC, Pacific Northwest/Western Team
Attn: John Ballard w/encl.

(WR)RW:Reed:Werrell:ms 3/6/81
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NATIONAL PARK SERVICE
YOSEMITE NATIONAL PARK, EL PORTAL #6
WELL # 383 /J20E~- 17T M

AQUIFER TEST

This well was drilled by the cable tool method and it is reported by the
driller that water was first encountered during drilling at a depth of 51
feet, at which time water rose in the boring. Preceeding the acuifer test,
the static water level was 19.41 feet below land surface datum, determined
by steel tape. There had been no pumping or surging of the well for at
least 13 hours prior to the first measurement.

The aquifer test consisted of three pumping periods as follows:

The first pumping period began at 1009. Our intent was to pump the well

at a rate of about 25 gpm. From the onset of the pumpage difficulties

were encountered -- the discharge control valve had been set too far open

and a period of ten minutes was redquired to adjust the valve such that the
proper flow rate was established. Additionally, a leak in the dike around

the Parshall flume caused error in the flow rate reading -— this was corrected.
Due to these difficulties it was elected to stop the pumpage and allow the
well to recover to static. Drawdown data is not plotted or analyzed.

No recovery data was collected. After 76 minutes the well had recovered to
static.

The second pumping period began at 1211 and consisted of pumping the well
a total of 590 minutes during which the pumpage was increased (stepped up)
three times -- see Figure 1.

At the beginning of the first step the discharge valve was initially not
opened enough for the desired discharge rate, even though an attempt had
been made to set the valve at the desired rate for this step at the end of
the previous pumping period. The valve was adjusted (slightly opened)
during the first few minutes to achieve the desired rate. This initial
setting of the valve accounts for the inflection point in the data line at
the beginning of the first step at t = 3 minutes.

At the beginning of the following two steps the desired rates were quickly
established. Recovery data was collected for 140 minutes; residual draw-
down was 0.07 feet at 0021 -- see Figure 3.

The third pumping period began at 0021 on January 30. The third pumping
period consisted of pumping the well at a rate of 27.7 gpm, for 149 minutes —-
see Figure 2. At the beginning of the pumping period the discharge valve

was initially opened too far for the desired rate. The valve was adjusted
(slightly closed) during the first few minutes to achieve the desired rate.
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This intial setting of the valve accounts for the inflection points in the
| data line at t = 3 and t = 4 minutes. Recovery data was collected for 40
minutes; residual drawdown was 0.15 feet at 0330 -- see Figure 4. In
constructing Figures 2 and 4, no adjustment of the field data was made
regarding the residual drawdown present at the beginning of the third
pumping period. This value was only 0.07 and thus insignificant.

Throughout the second pumping period, field specific conductance readings
were taken. These values remained within 12 units of 202 micromhos per
centimeter at 25° C. These data indicate that the water produced from

the well is of the same source regardless of the pumpage rate and that

the water is of excellent chemical quality (considering the total amount

of dissolved solids —- calculated from the data to be 131 parts per million
using a conversion factor of 0.65). The temperature of the water decreased
from 15.5° C to 15.0° C. No hydrologic significance is attributed to the
slight decrease. Specific conductance and temperature data was collected
at the end of the plastic discharge hose which was 125 feet northwest of the
well. The decrease in water temperature is believed to be due to a decrease
in the temperature of the plastic hose because of the decrease in air
temperature from mid-day to evening. By using the contractor's Hach chemical
kit at 0215 on January 30 (114 minutes into the third pumping period), the
total amount of dissolved solids was 126 ppm (parts per million); the total
hardness was 87 ppm; the iron concentration was 0.6 ppm; and the pH was

7.0. Note that the total amount of dissolved solids during the second and
third pumping periods, although derived by separate methods, is within an
instrumental error of 5 ppm. A water sample was collected during the last
pumping period -- this sample will be fully analyzed by a professional
laboratory.

This well was drilled in an alluvial valley and drilling ceased upon

contact with bedrock. The closest distance to the Merced River is southwest
110 feet, by steel tape, to water's edge. The last 35 feet of this distance
is river bank with a slope of approximately 0.43. Considering the geology
of the local area and the quickness of the well to reach a constant pumping
water level during the various pumping rates, it is believed that the Merced
River acts as a positive boundary to the aquifer as the cone of depression
extends southwest, west or northwest. However, the amount of the effect and
the exact time at which it would become significant cannot be determined from
this aquifer test due to the lack of an observation well which would allow
for the determination of the storage coefficient of the aquifer. A negative
boundary, due to consolidated rocks, exists to the north of the dirt road

| which trends east-west and is located at the base of the hill about 200 feet
north of the well.

This well is located approximately 500 feet southeast of El1 Portal #2, 550

feet west-southwest of El Portal #3, and is approximately 115 feet north of the
northeastern end of the highway bridge. The pump used during the aquifer test
is the drilling contractor's property and was removed on January 30, 1981.
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Tc-cu-;acu.. narrative of aquifertest, page 3ctont

At the time this aquifer test was conducted, the well was fully completed

. in construction except for placement of the concrete for the sanitary seal.
. When in place, the concrete will extend from one to two feet above the
slottedportions of the screen to the surface.

ANALYSIS OF AQUIFER TEST DATA

By utilizing the recovery data for the third pumping period (Figure 4) and
solving for the aquifer transmissivity using the Theis Recovery Method:

T = 128 feetz/day. The reason that the recovery data for the second pumping
period is not utilized for confirmation of the above value is given on
Figure 3.

Figure 5 was constructed to provide evaluation of the well drawdown vs. time
for various pumpage rates. This figure indicates that at all pumping rates
less than approximately 49.0 gpm the well is capable of maintaining a constant,
although different for each rate, water level after 30 minutes of pumping

time. This is considered an indication that this well's drawdown characteristics
and pumping capacity are strongly influenced by the Merced River acting as

a constant head (positive) boundary to the aquifer. Therefore, it appears
reasonable to expect the pumping capacity of this well to be somewhat

seasonal. The exact amount of seasonal variation cannot be calculated from
available data but it appears reasonable that this well is capable of pumping
at a rate of 45 gpm for a 24 hour period during any season of a normal water
vear. By utilization of the procedure for analysis of step-drawdown test

data outlined by Donald H. Lennox*, it was determined that laminar-flow
conditions existed for pumping rates less than or equal to 27.7 gpm and
therefore drawdown curves on Figure 5 within this range were determined by
utilizing the equation:

= '
dd (Bt + C )Qn
and the data for Q, = 25.6, 27.7 gpm at t = 30 and t = 60 minutes.

Continuing the analysis, it was determined that flow conditions were turbulent
at 41.4 and 47.4 gpm. The data available was enough only to determine a
range for the various parameters of the equation for turbulent flow conditions:

dd = B.Q, + o

The parameters which were selected for development of Figure 5 were those
which produced the greatest amount of drawdown calculation. The drawdown
values for pumpages of 41.4, 48.0 and 50 gpm were thus derived. (Drawdown
calculations were also made using the parameters which produce the least
amount of drawdown —-- the maximum variance was 0.61 feet at 50 gpm.)

* Lennox, D.H., 1966, Analysis and application of step-drawdown test:
American Society of Civil Engineers Proceedings, v. 92, Separate 4967,
19 p.
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The drawdown value for the pumpage rate of 50 gpm was dashed due to an
additional uncertainty in the actual value —-- any drawdown which would occur
below the screen would be a reflection of aquifer characteristics in a free

or "water table" condition. The plot on Figure 5 corresponding to a

pumpage rate of 34.6 gpm was accomplished by graphic, logarithmic, interpolation
between the data lines of 27.7 and 41.4 gpm.

In conclusion, this well exhibits a large well loss factor under turbulent flow
conditions and the magnitude of this influence increases rapidly with the
pumpage rate. Within the discharge rate range of 45-50 gpm, each additional
gallon of discharge will result in about one foot of additional drawdown.

W. Reed
W. Werrell

February 26, 1981
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NARRATIVE FOR THE DRILLING PROGRAM AT
YOSEMITE NATIONAL PARK -- EL PORTAL, 1980 - 1981

Prior to 1980 two wells existed on El Portal National Park Service lands.
These two wells are El1 Portal #1, 3 S/20 E - 18 K1, a shallow well dug about
1959 and reported to produce 170 gmp at its maximum drawdown, and El Portal
#2, 3 8/20 E- 17 E1, a well drilled by the cable tool method in 1973.

The results of an aquifer test indicate that a reasonable pumping rate

for this well would be about 70 gpm.

In January of 1981 it was reported that El1 Portal #2 was being pumped at
50 gpm due to complaints by users of too much air in the lines when the well
was pumped at a higher rate.

In 1980 the Denver Service Center awarded a contract to develop a supplemental
water supply at Yosemite National Park -- E1l Portal. The contract was for

a domestic ground water supply in excess of 220 gpm in order to eliminate

the present usage of a surface water supply to better meet the requirements

of the Public Health Service. This was to be accomplished by drilling

one, two, or three producing wells, as needed.

After drilling wells, E1 Portal #3 - 5, a supply of 225 gpm had been obtained:
El Portal #3 capable of producing about 100 gpm for 24 hours, El Portal

#4 capable of producing about 30 gpm for 24 hours, and El Portal #5 capable
of producing about 95 gpm for 24 hours. The corresponding site numbers for
these wells are:

El Portal #3 —— 3 S/20 E - 17 L1
El Portal #4 —— 3 S/20 E - 18 J1
El Portal #5 -- 3 S/20 E - 18 Q1

At this point it was decided since two (E1l Portal #4 and #5) of the above
three wells were across the Merced River (south) from the exising water
supply lines (the supply lines of El Portal #1 and #2) it would be to

the advantage of the Service to have a fourth well on the same side of
the Merced River as El1 Portal #1, #2, and #3. It was also agreed that a
member of the Region's Division of Water Resources would choose the site
for this well (El1 Portal #6) under the above constraint, i.e., ruling out
a possible site near El1 Portal #5. A site was chosen approximately 500 feet
southeast of El1 Portal #2 and 550 feet west-southwest of El Portal #3.
This site was chosen for two reasons: 1) it was hoped that a well drilled
at this site would encounter a buried incised channel before bedrock, and
2) to allow for the maximum possible distances from El Portal #2 and #3
(to avoid these wells influencing the capacity of the new well when all
wells are pumping simultaneously).

El Portal #6, 3 S/20 E - 17 M1, was drilled at the above site but no
buried incised channel was encountered before bedrock. The well is capable
of producing about 45 gallons per minute for 24 hours.
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To aid in any future selection of well sites, the following parameters
were compared between the present existing wells (E1 Portal #1 - #6)

to see if a correlation between parameters and pumping capacity could be
established: wupstream area as opposed to downstream area, distance
from Merced River, artesian head, average slot size of screen, and local
thickness of aquifer. No correlations were determined.

El Portal #3 and #5 are the best producing wells of those drilled in
1980-1981. The fact that these wells encountered a basal gravel above
the bedrock is believed to be the major factor in contributing to their
high yield.

The strongest well in the area, E1 Portal #1, is constructed such that
water from this well is esentially pumped directly from the Merced River.
This construction is not in accordance with present State Public Health
requirements.

El Portal #3, #4, and #6 experience turbulent flow conditions when pumped
at capacity. These well exhibit a large well loss component of drawdown
under turbulent flow conditicns and the magnitude of this influence
increases rapidly with the pumping rate as the flow velocities in the
immediate vicinity of the wells become sufficiently large. Therefore,

if future wells are drilled with sufficiently large well diameters to
reduce the flow velocities in the immediate vicinity of the wells,

the production capacity of the future wells can be expected to surpass
the capacity of present wells.

W. Reed
W. Werrell
3/6/81
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e REPORT OF TELEPHONE CONNVERSATION

DATE: June 26, 1996 TIME: 11:10 a.m.
PROJECT: YOSE - El Portal

NPS PERSON ON CALL: Alice E. Johns
[ ] I RECEIVED A CALL FROM [x ] I CALLED
PERSON: William Werrell

ORGANIZATION: DEVA
ADDRESS:

I TELEPHONE: 619-786-3255

DISCUSSION: Bill's previous position was hydrologist with the Water Operations
Branch of the Water Resources Division. In that capacity, Bill had provided
technical assistance to Yosemite National Park, to find well locations, develop
specs for drilling, conducting aquifer tests, and organizing information for
wells. I asked Bill if he concurred with the conclusion that all the wells
numbered 1-7 at El Portal tapped the underflow of the river. He said yes he did
and that I could reference this telephone conversation in the water rights
report. He said there is the possibility of a pretty good sized crevice that
would bring in something in from the side. 1Its pretty subjective as to what it
would produce relative to the Merced, but it is probably small relative to the
Merced. The Merced is so large with a large supply of water, it is the dominant
supply. Glacial four has been sealing up the permeabilities, and there are
problems drilling wells. Bill has recommended to DSC that the dig a deep ditch,
fill it with sand, breach it, put well screen in and some casing, then get
filtration from the river, and its permeable enough to let water in.

ACTION TO BE TAKEN:

COPIES TO:
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<html><body>00-00-1947: topographical map of el portal
<p>&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;</p>
</body>
</html>


Fald map ok some wels
A H Otil, YosE
Distonces in yords (stope)
4 A/eme,//) Deec. 1767

o
@‘9\%

F -

High way 1%0

=1989fieldmap of some wellsTatelportat



ADMIN
<html><body>12-00-1989: field map of some wells at el portal
<p>&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;&nbsp;</p>
</body>
</html>
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